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The presence of deposits on the secondary side of pressurized water reactor (PWR) steam 
generator systems is one of the main contributors to the high maintenance costs of these 
generators. Formation and transport of corrosion products formed due to the presence of 
impurities, metals and metallic oxides in the secondary side of the steam generator units result in 
formation of deposits. 
This research deals with understanding the deposit formation and characterization of 
deposits by studying the samples collected from different units in secondary side system at 
Comanche Peak Steam Electric Station (CPSES). Fourier transform infrared spectrophotometry 
(FTIR), scanning electron microscopy (SEM) and energy dispersive spectroscopy (EDS) have 
been used for studying the phases, morphologies and compositions of the iron oxides formed at 
Unit 1 and Unit 2 of secondary side of steamgenerator systems. Hematite and magnetite were 
found to be the dominant phases of iron oxides present in the units. Fe, Cr, O, Ni, Si, Cl and Cu 
were found in samples collected from both the units. 
A qualitative method was developed to differentiate iron oxides using laser induced 
breakdown spectroscopy (LIBS) based on temporal response of iron oxides to a high power laser 
beam. A quantitative FTIR technique was developed to identify and quantify iron oxides present 
in the different components of the secondary side of the steam generator of CPSES. 
Amines are used in water treatment to control corrosion and fouling in pressurized water 
reactors. CPSES presently uses an amine combination of dimethylamine (DMA), hydrazine and 
morpholine to control the water chemistry. Along with the abovementioned amines, this study 
also focuses on corrosion inhibition mechanismsof a new amine DBU (1, 8-diazabicyclo [5.4.0] 
undec-7-ene). Electrochemical impedance spectroscopy and polarization curves were used to 
study the interaction mechanism between DBU solution and inconel alloys 600 and 690 at 
steamgenerator operating temperatures and pressures. Of all the amines used in this study (DMA, 
DBU, ETA, and morpholine), DMA was more effective at keeping the passive film formed on 
the alloy 600 surface from failing at both ambient and high temperatures. Morpholine was found 
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Every year the cost of maintaining, repairing and inspecting steam generators (SG) at 
U.S. pressurized water reactor (PWR) plants exceeds $100 million. This is approximately 
equivalent to $1.5 million per plant. These costs exclude the costs incurred in routine inspection 
and repair. SG problems have frequently resulted in forced outages, extensions to regularly 
scheduled outages, and the need to perform mid-cycle inspections. An important factor that leads 
to high maintenance costs is the presence of deposits on the secondary side of SGs. The 
corrosion in secondary side is mainly attributed to three factors: water chemistry, hydrodynamic 
conditions and the presence of products such as zinc oxide and copper resulting from the 
condensers. These deposits are formed due to presence of impurities, metals, metallic oxides and 
other foreign particles. Metal oxides and other contaminants enter PWR SGs during operation, 
but usually only a small amount of total metal oxides entering systems are removed through the 
blowdown. The remaining oxides continue to build up and deposit in the SG. The majority of the 
deposit found in the SGs is composed of iron oxide along with other metal oxides depending on 
the materials used in the construction of the balance of the system1, 2.  
Amines are added in secondary systems of steam generators to reduce the formation and 
transport of corrosion products. The corrosion products formed in these systems can lead to 
major maintenance and operational costs. Along with characterizing the corrosion deposits, this 
research was also focused in studying the effect of the organic amines on the Inconel alloy, 
which has been extensively used as materials in constructing steam generator tubing. The 
outcome of the study should give a better insight into the nature of the iron oxide deposit 
formation in the steam generators (SG) in the presence of amines. For example, the study of the 
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affect of amine added should help in controlling the chemistry in the secondary feedwater 
systems. The study should help in better understanding the local conditions of corrosion and its 
affect on the integrity of the steam generators. For example, steam generator fouling rates are a 
strong function of water and surface chemistry. Therefore, fouling can be mitigated by 
optimization of water chemistry3, 4, and 5.  
 
1.1.   Main Objectives 
The thermal hydraulic performance and integrity of the steam generators may be 
compromised due to the presence of corrosion deposits. So it is very important to understand the 
nature of these deposits in detail. The main objective of this research is to characterize the 
corrosion deposits including iron oxides formed in secondary side of steam generator units at 
Comanche Peak Steam Electric Station (CPSES) in order to better interpret and control the 
corrosion processes. This dissertation is divided into eight chapters. The present chapter gives a 
brief introduction on corrosion aspects in nuclear power plants with special focus on CPSES. 
Chapter 2 gives background on studies performed in past by researchers in characterizing and 
controlling corrosion in nuclear power plants and fundamentals of corrosion in ferrous metals. 
Chapter 3 deals with characterization of corrosion deposits formed in unit 1 (outage no. 1RF10) 
and unit 2 (outage no. 2RF06) at CPSES and comparing these results to the data obtained from 
unit 1(outage no. 1RF09) and unit 2 (outage no. 2RF05) refueling outages. Identifying iron 
oxides is a very important step in characterizing corrosion deposits. Chapter 4 and chapter 5 deal 
with characterizing iron oxides both quantitatively and qualitatively. The phase of iron oxide 
present can have a great influence on the type of corrosion deposits formed in the feedwater 
trains. Chapter 6 presents the effect of amines on inconel alloy 600 and 690. During the 
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operation of reactor, the tube materials in the steam generator react with oxygen and oxides. The 
oxide properties depend on the water chemistry, temperature and the alloy composition6. The 
aim of the study in this chapter was to understand the fundamental effect of certain selected 
amines on the surface of inconel alloy, which is extensively used in construction of steam 
generator tubing, to efficiently characterize the corrosion products formed in power plants. 
Conclusions and references are given in chapters 7 and 8 respectively.   
 
1.2.   Comanche Peak Steam Electric Station (CPSES) 
The Comanche Peak Steam Electric Station (CPSES) is a two-unit nuclear-fueled power 
plant located in Somervell County, Texas. Fuel for the plant is uranium dioxide. Each of the two 
units has a generating capacity of 1,150,000 kilowatts, for a total generating capacity of 300,000 
kilowatts3. Comanche Peak is a relatively new plant with slightly more than 8 cycles of operation 
on unit 1 and nearly 6 full cycles on unit 2. Unit 1 steam generator (SG) mainly consists of 
mechanically expanded alloy 600 MA tubing whereas unit 2 SG has hydraulically expanded 
alloy 600, TT tubing. The corrosion resistance of the tubing in unit 2 is expected to be greater 
when compared to unit 17.  
CPSES has employed a variety of methods to assess the effectiveness of the deposit 
control program. These include extensive visual inspection programs and detailed corrosion 
product analysis and trending. Corrosion product is to be minimized in order to control fouling 
and corrosion in nuclear steam generators. The chemistry program at CPSES is designed to 
minimize corrosion release, corrosion product transport and solid deposition during operation 
and non steady conditions. Key to the strategy is control of soluble iron transport, which has 
Figure 1.1. Schematic showing different components in secondary side at CPSES 
(Reactor coolant system (RCS), blow down de-mineralizing system (BLDN DEMIN SYS), high pressure heaters (HP HTRS), 
low pressure heaters (LP HTRS), low pressure turbine (LPT), re-heater (RH), moisture separator (MS), high pressure turbine 




































been found to be the cause of densification of tube deposits, or loss of porosity8. The typical 
layout of steam generator unit along with different components is given in Figure 1.1.  
 
1.3.   Corrosion Issues in Nuclear Power Plants 
Corrosion products from various systems of the secondary side of steam generators 
accumulate together to form sludge. This sludge can cause very serious corrosion problems and 
can be very detrimental to the steam generator tubes and other parts of the steam generator 
system9. The major part of the cost involved in steam generator maintenance is mostly related 
directly or indirectly to the formation and transportation of corrosion products in the secondary 
systems 10, 11. The corrosion products accumulate and increase the probability of corrosion in 
secondary side tube which includes stress corrosion cracking and inter-granular cracking. These 
corrosion products accumulate and form layers on the tube surfaces and many other flow 
passages in the secondary side. These deposits affect the performance and the maintenance cost 
of the power plant12. The characterization of these deposits will reveal both physical and 
chemical properties, which in turn would help the power plant to assess the extent of 
maintenance and inspection. The characterization of deposits can be used as first step by plant 
operations and chemistry in assessing feedwater, condensate and drain systems erosion-corrosion 
and overall chemistry control successes13. Documenting operation history, material condition, 
chemistry and deposit characterization of the plant together can prove to be very valuable 
information for future evaluations of changes in the material conditions or operations11, 14, 15.  
Steam generators in PWR make the steam in secondary side by taking the heat from the 
primary reactor coolant and drive the turbines in secondary side using this steam. During the 
course of reactor operation, corrosion products and impurities from the make up water and 
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condenser leak accumulate on the tubes and tube sheets of the steam generator16. These 
impurities lead to a) loss in heat transfer efficiency, and b) under deposit attack of tubes leading 
to tube failure. During the course of reactor operation, most of the contaminants whether they are 
introduced as particles or as dissolved species into the secondary system circuit are accumulated 
in the steam generator. These contaminants lead to the fouling which in result leads to decrease 
in the heat efficiency of the steam generator17. 
  
1.3.1. Different Types of Corrosion Problems Encountered in Nuclear Power Plants 
The different types of corrosion problems that are typically found in nuclear power plants 
are as follows: 
a) Tube Wastage:  This is also called thinning. This is the most typical corrosion problem that 
occurs in Recirculating Steam Generator (RSG) with sodium phosphate as a secondary water 
treatment.  
b) Denting: This type of corrosion occurs when the corrosion products build up in the crevices 
between the tubes and carbon steel tube support plates. In the past, changes in the chemistry of 
secondary side resulted in reducing tube denting18. 
c) Pitting: In this type of corrosion, the corrosion deposits form localized pits for accumulation of 
aggressive impurities like chlorides and copper oxides. 
d) Under Deposit Corrosion: In this kind of corrosion process, the tube scale deposits provide 
locations where corrosion deposits can concentrate and hence result in insulating the tubes. The 
typical corrosion species that are likely to deposit are copper oxides, lead and sulfur.  
e) Intergranular attack/stress corrosion cracking (IGA/SCC):  This kind of corrosion occurs when 
cracks develop in metallic materials due to stress and corrosion. Typical example of this kind of 
 6
corrosion is cracking of welded pipes, made of stainless steel, in boiling-water reactors. The 
initiation and growth of IGA/SCC in inconel alloy 600 steam generator tubing has been shown to 
be a strong function of the local electrochemical potential and is known to increase in an 
oxidizing condition in caustic, acidic and neutral environments19. 
f) Flow assisted corrosion (FAC):  This kind of corrosion results in thinning of piping, vessels 
and other components in both primary and secondary side of the plant. This results when the 
protective oxide on the low carbon steel surfaces get dissolved when exposed to flowing fluid or 
steam. In the past it has been shown that the chromium concentration is an important parameter 
affecting FAC20.  
g) Erosion-Corrosion: Two phase erosion-corrosion is one of the major world wide corrosion 
problems and has been experienced in nuclear electric’s steam-water circuits both in the USA 
and the United Kingdom. This kind of corrosion occurs when the protective oxide layer on the 
steel is interfered by highly turbulent fluid thereby resulting in soluble iron. This kind of 
corrosion is not only dependent on the fluid flow conditions but also depends on the pH and 
steam quality in the steam generator cycle13. 
 
1.3.2. Mechanism of Deposit Formation 
The corrosion deposits can consist of a wide variety of elements. The materials used to 
construct secondary cycle components contain many alloying elements in addition to iron, 
copper and zinc. So the protective oxide layers that form on both ferrous and non-ferrous alloys 
consist of these minor alloying species. So, there is a possibility of these minor species getting 
transported into the feedwater and then into steam generator system.   
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The different impurities that can be present in the corrosion deposits can be categorized 
into ionic species, particulate and soluble species. The ionic species can be sodium, chlorides and 
sulfates. These ionic species can concentrate in the tube support crevices, sludge piles, within 
and under tube scale deposits. Sludge is formed by agglomeration of particulate impurities. 
These sludge particles settle down at the bottom of steam generator and form horizontal piles, 
especially in regions where the flow of feedwater velocity is low. Along with forming horizontal 
piles, the sludge can also form a scale by attaching to the tube surface. The particulate species 
mainly consist of iron and iron oxides, silicon dioxide, copper and copper oxides. Organics, 
organic species and gases can be categorized as soluble species. These species can react with 
each other and alter their chemical form resulting in formation of corrosive species1, 11.  
The electrochemical reaction that takes place at the metal-liquid/ gas interface is called 
corrosion. At the metal-liquid interface, corrosion takes place after a thin liquid film is formed on 
the surface of the metal. Aqueous corrosion is more appropriate for corrosion taking place in the 
nuclear power plant. Many redox reactions take place in the steam cycle system21. Some of the 
cathodic and anodic reactions that take place in steam cycle systems are given in the Table 1.1. 
The important factors which affect the corrosion of steel components are pH, 
temperature, presence of oxygen, and presence of CO2. Even low concentrations of oxygen 
present in the system can increase the corrosion. Presence of CO2 is known to be one of the 
major sources of corrosion in steam cycle22, 23, 24. Deposits consist of different impurities which 
include metals like copper, lead, sulfur etc. These metals form different ionic species and some 
of these species combine with iron oxides and form complex spinels leading to increase in the 
deposit formation19. The corrosion product films on the carbon steel consist of magnetite, 
hematite, ferrous hydroxides and oxyhydroxides species. These species move through the 
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feedwater system and are known to transform into magnetite or maghemite as the temperature 
increases. 
 Jobe pointed out a three stage mechanism for the formation of corrosion product deposits 
in secondary side of steam generators: a) Dissolution of iron metal or the iron oxide into ionic 
forms, b) hydrolysis of these ionic species into oxyhydroxides, and c) deposits are formed by 
thermal degradation of the oxyhydroxides25. This three step mechanism clearly justifies a strong 
need for characterization of corrosion deposits including the phase transformation of iron oxides.  
 
 
 Anodic Half reaction: Fe→ Fe+2 + 2e-
Aggressive 
species 
Cathodic Half reactions  Corrosion 
products 
 Acidic Neutral to basic  
O2
H+ + e-→1/2 H2(g) 1/2 O2 + H2O + 2e- → 2OH-
   Fe2O3 (s) , 
Fe3O4(s)
H2S 
Same H2S + 2e- → S2 - + H2 FeS (s)
CO2
Same H2CO3 + 2e- → CO3 2 - + H2 FeCO3 (s)
H+ Same ....... Fe2+ (aq)
Table 1.1. Common redox reactions during corrosion in presence of common 








1.3.3. Factors Controlling Deposit Formation 
The important factors which effect corrosion of steel components are: pH, temperature, 
presence of oxygen, presence of CO2. For example a pH of 6.5 will be 100 times more 
aggressive to mild steel than a pH of 7.5 and 10,000 times more aggressive than pH 8.5. As the 
temperature increases the corrosion increases. Even low concentrations of oxygen present in the 
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system can increase the corrosion. Presence of CO2 is one of the major sources of corrosion in 
steam cycle26. The concentration of some metallic species like copper, chromium, lead, sulfur, 
chlorides, etc., also plays an important role in controlling corrosion deposits.  
Copper if present in the steam generator system, can result in formation of copper oxides 
and cupric ions. Cu2+ reacts with magnetite to form maghemite and copper metal27. Another 
common deposit constituent is nickel. From the past studies it has been found that nickel often 
combines with iron oxides to form spinels 28. Even small percentages of lead can result in 
deleterious effects on the secondary side. The typical concentration of Pb entering the steam 
generator via feedwater is in the range of 0.05-400 ppt 29. Sulfur is in the form SO42-, sulfide ions 
and hydrogen sulfides in the secondary side. Sulfur enters steam generator via feedwater from a 
number of sources like makeup water, condenser lakes, chemical cleaning inhibitors etc. It is 
known that presence of sulfur leads to inter-granular attack and under deposit pits. Presence of 
species like Ca, Mg, Zn, Si and Al increase the pH conditions within the deposits and increase 
the potential for caustic SCC of the tubes. These compounds promote the initiation of tube scale 
formation and interfere with the heat transfer along the tubes. 
 
1.4.   Corrosion Inhibitors used in Nuclear Power Plants 
In past many utilities have elected to add amines to feedwater to control corrosion 
deposits formed in the steam generator systems. Previously plants that operated with phosphate 
water treatment have adopted all volatile treatment (AVT) chemistry, which employs ammonia 
or other amines for pH control. The purpose of using amines instead of ammonia is to take 
advantage of their lower distribution coefficient in steam-water system. This property of amines 
provides a greater protection to the extraction lines, condensers, heater shells, etc. Amines are 
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less volatile when compared to ammonia in the secondary side of steam generators. Amines are 
used both in controlling pH and corrosion. In some cases addition of amines is known to reduce 
the transportation of dissolved iron into steam generators2. Many amines have been used till date 
in nuclear industry. Until 1993 many industries used morpholine to minimize corrosion in plants. 
But in 1993, CPSES investigated DMA chemistry, to accomplish several objectives like 
minimizing FAC, general corrosion and reduction in transport of soluble iron9.  
 The future sections discuss some of these amines used in the industry today and also 
their affect on the inconel alloy 600 and 690. Experiments carried out to understand the effect of 
amines on inconel alloy include: 
(1) Exposure of Inconel alloys 600 and 690 coupons to amine solution at high temperature and 
high pressure conditions for short oxidation times in an autoclave. AC and DC electrochemical 
techniques were used to study the reaction mechanism between amine and metal surface. 
(2)  Scanning electron microscopy (SEM) and energy dispersive spectroscopy (EDS) were used 
to study the morphology and composition of the metal surface. 
The following amines were studied for their effect on Inconel 600 and 690 metal surface 
at high temperature and pressure: 
1) Morpholine: The chemical formula of morpholine is O (CH2CH2)2NH. The chemical structure 
of morpholine is shown in the Figure 1.2a. Morpholine is basically used as neutralizing agent to 
control corrosion in nuclear power stations. This amine helps in adjusting pH and is more 
effective when used in combination with hydrazine or ammonia. Morpholine has proven to be an 
effective corrosion inhibitor and has been successfully used in steam generator  
systems2, 30. 
 11
2) ETA (ethanolamine): It is also called 2-aminoethanolor monoethanolamine. The chemical 
formula of ETA is C2H7NO. The chemical structure of ETA is shown in the Figure 1.2b.  
3) DMA (dimethylamine): DMA is a secondary amine and its chemical formula is C2H7N. The 
chemical structure of DMA is shown in the Figure 1.2c.  
4) DBU (1, 8-diazabicyclo [5.4.0] undec-7-ene): The chemical structure of DBU is C9H16N2 and 
the chemical structure is shown in Figure 1.2d. DBU is a tertiary amine. It is typically used as a 















Figure 1.2. Chemical structure of a) morpholine, b) ETA, c) DMA, and d) DBU 
In summary, attempts are made to understand the role of corrosion inhibitors used in 
power industry by characterization of corrosion products formed on different components of 
CPSES plant. In this research, samples collected from major components (condensers, high and 
low temperature feedwater heaters, moisture separator, etc.) of the plant over four scheduled 
outages were analyzed for oxide thickness and phases present using standard characterization 
tools including x-ray diffraction, infrared spectrophotometry, scanning electron microscopy, 
energy dispersive spectroscopy. In this process, a novel technique for iron oxides identification 
based on laser induced breakdown spectroscopy (LIBS) was developed to differentiate two major 
constituents of iron oxide corrosion products namely magnetite and maghemite. Microsecond 
temporal response of different iron oxides to a high-energy laser beam was utilized to identify 
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them. To further understand the mechanism of corrosion in steam generator alloys (alloy 600 and 
690), electrochemical AC-impedance spectroscopy coupled with an autoclave was utilized to 
study oxidation mechanisms. Following chapters present literature review followed by oxide 
characterization, oxide quantification using FTIR, phase analysis using LIBS, electrochemical 
studies, and finally conclusions.     
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LITERATURE REVIEW AND EXPERIMENTAL METHODOLOGY 
2.1.   Fundamental Concepts of Corrosion in Ferrous Alloys 
The destructive result due to chemical reaction between a metal or metal alloy and its 
environment is called corrosion. Corrosion results in converting the metal in the chemical 
compound to its original state from which the metal was actually extracted. Some researchers in 
the past have also called corrosion process as extractive metallurgy in reverse1. Aqueous 
corrosion processes that take place in metals are electrochemical.  
 Corrosion of carbon steel in steam generators occurs by a very complex mechanism, but 
it has generally been accepted that the corrosion of feed train begins when oxygen and/or water 
attacks the carbon steel surface. The following reactions indicate this phenomenon:  
Fe(s) + ½ O2 (aq) + H2O (l) → Fe2+ (aq) + 2OH- (aq) 
The release of Fe2+ can result in several corrosion products depending on the surrounding 
conditions. For example if the conditions are reducing, Fe (OH) could be found and if the 
conditions are oxidizing at higher temperature, can result in magnetite2, 3. The presence of certain 
anions like CO32-, NO3-, Cl-, SO42-, etc.,  have been found to have an effect on the oxidation 
mechanism of ferrous hydroxides for given pH and electrode potential of the solution4. For 
example iron combines with carbonate ions to form FeCO3 or siderite. It is known that siderite 
increases the electrochemical potential of tube materials to a level that it can increase the 
probability of stress corrosion cracking5. Ferric ions are most often associated with acidic 




2.1.1. Electric Double Layer Model in Metals 
It is known from the past research that corrosion in aqueous solution involves electron or 
charge transfer. Any change in the electrochemical activity or potential on the metal surface can 
affect the corrosion rate. When in the contact with the aqueous solution, like water, the free 
electrons in the metal form a complex interface. The H+ and OH- ions result due to dissociation 
of water and get attracted to the conductive metal surface, and form a solvent layer. The plane of 
positively charged cations closest to the negatively charged surface is called outer Helmholtz 
plane. This results in an interfacial structure of separated charges that is called electrical double 
layer. This double layer prevents easy charge transfer limiting electrochemical reactions at the 
metal surface. Figure 2.1 illustrates the processes taking place at the metal surface.  
When a corrosion inhibitor is added to the above mentioned double layer, it changes the 
composition and structure of the double layer. The inhibitor molecules change the dielectric 
properties of water molecules in the electric double layer. Sometimes addition of the inhibitor 












Inner Layer of polar  
water molecules 
Figure 2.1. Electrical double layer 
(Adapted from Cornell and Schwertmann, 1996) 
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2.2.   Iron Oxides and Hydroxides 
Iron oxides and oxyhydroxides generally referred to as iron oxides have various 
applications such as pigments, catalysts, magnetic materials, sensors, etc9.  One of the 
characteristics of the iron oxide system is the variety of possible transformations between the 
different phases. The most commonly occurring phases of iron oxides in power plants are given 
in Table 2.1. Iron oxides exhibit a wide variety of crystal morphologies and crystalline sizes both 




Formula  Name Formula Name 
α-FeOOH Goethite Fe5OH8.4H2O Ferrihydrite 
β-FeOOH Akaganite α-Fe2O3 Hematite 
γ-FeOOH Lepidocrocite γ-Fe2O3 Maghemite 
δ-FeOOH Ferroxyhyte Fe3O4 Magnetite 











Hematite, magnetite and maghemite are the most prevalent iron oxides found in steam 
generators. Other forms of iron oxyhydroxides can exist depending on the thermodynamic 
conditions present in the secondary cycle of pressurized water reactor. The presence of hematite 
could also be due to “weathering” of the sample during collection, storage, handling, or exposure 
of secondary side to oxidants during refueling outages.  
One more reason to justify characterizing iron oxides is the existence of substituted 
spinels. Substituted spinels are formed when octahedral Fe3+ ion sites are substitutes by nickel, 
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aluminum or silicon. Some of these spinels include Fe2.76Al0.2O4 (substituted magnetite) and 
multi element spinels like Fe3+(Cr2)Fe2+(Ni, Mn, Zn)O410. 
 
2.2.1. Dissolution Kinetics of Iron Oxides 
In the past researchers have shown that the dissolution rate of iron oxides depends on the 
presence of reducing agents. For example, presence of certain aggressive reducing species can 
result in dissolving the protective layer of iron oxide on the metal surface. The dissolution 
mechanism can also be affected by the addition of sulfur containing compounds and ascorbic 
acid. This is because the additives added to the system may form complexes at the metal surface 
and can result in ligand to metal electron transfer11.  Iron oxyhydroxides are known to be strong 
absorbents of heavy metals. When these oxyhydroxides are dissolved in reducing conditions, 
metals are released in an aqueous medium. The solubility of magnetite decreases with increasing 
pH and temperature. Many models have been developed to explain the interactions between the 
solution and the metal interface12. Electrical double layer theory explained in previous section is 
one of the theories modeled to explain dissolution mechanism in metals. Garcell and group 
showed that when maghemite is suspended in aqueous solution, the charging that results involves 
complex reactions and the interfacial properties of the aqueous solution is similar to that of 
magnetite suspended in aqueous solution13.  
Ogura and Sato studied the cathodic dissolution of the passive film on iron14. Their paper 
mentioned the work done by Agius and Siejka, who found that electronic charge of 1.38e 
associated with each ion of oxygen passing into the solution during cathodic protection of 
passive ion. Ogura and Majima further explained the value of 1.38e electronic charge 
mechanism, which is pH dependent using the following equation: 
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Fe2O3 + 6H+ + 4e- → Fe2+ + Fe + 3H2O 
 In the year 2002, Chastukhin and group studied the dissolution kinetics of magnetite and 
hematite in HCl and H2SO4 solutions at different concentrations and under different 
temperatures. They also studied the effect of oxide synthesis on the dissolution mechanism of the 
above mentioned iron oxides using chain mechanism model. From their study they concluded 
that the dissolution kinetics of iron oxides is depended on the difference between the 
concentrations of the dislocations and other defects on the particle surface15.  
Atenas and Mielcazrski studied oxidation reaction of iron in aqueous solutions. They 
studied the effect of the particle surface, structure and composition of the surface on dissolution 
mechanism of iron in air and aqueous solution16.  
 
2.2.2.   Phase Transformation 
One of the characteristic of the iron oxide system is the variety of possible transformation 
between the different phases. Corrosion products on steel components include: a) common iron 
oxides such as magnetite, hematite and maghemite and b) iron oxyhydroxides and c) iron 
hydroxides. The concentration of precursor iron species in the feedwater is typically 2 to 10 ppb 
which is below the solubility limit of Fe3O4 (magnetite) in water at both 300°C and 60°C. The 
solubility of magnetite decreases with increasing pH and increasing temperature. Although iron 
oxides are in principle simple inorganic compounds, they exhibit a wide range of crystal 
morphologies both in their man-made and natural forms8, 10.  
The presence of maghemite (γ-Fe2O3) and hematite (α- Fe2O3) or even the presence of 
iron oxyhydroxides such as α-FeOOH and γ-FeOOH can promote formation of copper oxides 
when compared to highly reduced magnetite (Fe3O4). Characterization of deposit samples 
 21
including the oxide phase can give very valuable information on the plant operations and 
maintenance.  
Studies performed by Nasrazadani and Raman have showed that transformation of 
magnetite to hematite goes through the formation of maghemite17. Detailed information on iron 
oxide transformation is given in Figure 2.2.The amount of iron transported in steam generator is 
dependent on the composition of iron oxides formed in the feed train. Deposits that contain well 
crystallized magnetite and maghemite are more stable than deposits containing combination of 
an oxyhydroxides and oxides. The production of maghemite begins with nucleation and growth 
of goethite or lepidocrocite, followed by dehydration to hematite and then reduction to 
magnetite18. 
Magnetite is a well known form of iron oxide that forms both at room temperature in 
crevices between steel plates at elevated temperature inside boiler tubes, heat exchangers etc.  
The oxidation product of Fe3O4 is either γ-Fe2O3 or α-Fe2O3 depending on the oxidation 
temperature and or possibly crystallite size of the starting magnetite. Taylor observed that 
changing the ratio of Cl / Fe during the oxidation of Fe (II) chloride changes not only favors the 
formation of lepidocrocite over magnetite but also affects the crystallinity of lepidocrocite19, 20. 
Before Meillon’s work the transformation from maghemite to hematite was thought to be 
irreversible. But Meillon and group showed that direct phase transformation takes place from 
hematite to maghemite by wet grinding of hematite particles in ethanol. The transformation of 
oxygen framework and iron coordination from HCP to cubic close packing is due to shearing 
motion caused by wet grinding21. Finch and Sinha observed in electron diffraction study, the 
formation of epitaxial layer of maghemite on pure hematite particles on heating above 700ºC. 
According to the authors the hematite formed was created via an intermediate state β-Fe2O322. 
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Boer and Dekkers performed thermo-magnetic analysis of different types of hematite and 
concluded that the transformation form hematite to maghemite can occur under suitable  
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Figure 2.2. Phase transformation in iron oxides 





conditions 23. Randrianantoandro and group also performed similar studies using high energy 
ball milling 24. Alcalá and group used micron sized iron and hematite powders to synthesize 
nanocrystalline magnetite by mechanical alloying 25.  
 
2.2.3. Crystal Structure and Morphology 
The structure of iron oxides in general can be described as combination of close packed 
oxygen atoms and interstitial octahedral and/or tetrahedral sites occupied by iron atoms26. The 
properties of iron oxides such as magnetic and dissolution behavior may be influenced by crystal 
morphology (growth form) and crystal size. The mechanism of growth and the resulting crystal 
morphology depends upon solution conditions, in particular the super saturation and also on the 
structure of the growing crystal surface. Crystal size of the iron oxide reflects the growth 
conditions and determines the surface area which in turn is important for all types of surface 
reactions. Usually the crystal size of iron oxides lies in the range of 7 nm to few millimeters27. 
The crystal structure of three iron oxides that are found in steam generator cycle systems is 
explained in next part of this section.  
a) Magnetite: Magnetite is a well known form of iron oxide that forms both at room temperature 
and also at elevated temperature. Magnetite is a mixed valence iron oxide containing Fe2+ and 
Fe3+ ions in an inverse spinel structure. In each unit cell of magnetite, there are 32 oxygen ions 
located in close packed planes. Fe3+ ions occupy eight tetrahedral interstitial sites and eight 
octahedral sites, whereas Fe2+ ions occupy eight octahedral sites. Spherical particles are formed 
when Fe2+ is in excess over OH- whereas with excess OH-, cubic crystals are formed28, 29.  
b) Maghemite: Maghemite has similar spinel structure to that of magnetite except that 21 1/3 
sites are occupied by Fe3+ ions and 8/3 sites are cation vacancies. Maghemite is usually formed 
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by transformation from another iron oxide or iron compound and almost always adopts the 
morphology of precursor. Porous acicular crystals of maghemite with as long axis form as a 
result of transformation series involving dehydroxidation of α-FeOOH to hematite, reduction of 
hematite to magnetite and finally oxidation to maghemite30,31.   
c) Hematite:  Hematite is rhombohedral in crystal structure where the Fe3+ cations are located in 
distorted oxygen octahedra of the rhombohedral lattice. Hematite is typically in rhombohedral, 
platy and rounded in structure. The plates can vary in thickness and can be round, hexagonal or 
irregular in shape. Plates of micaceous hematite up to 50 μm across are formed by high 
temperature oxidation of molten Fe3+ chloride complexes. Round hematite single crystals upto 
800 μm across are formed by chemical vapor transport at elevated temperatures. At higher 
temperatures these crystals sinter to irregular masses8.  
          When the particle size decreases, the fraction of atoms which lie near the surface increases. 
Lattice parameter and crystalline size are related by the surface influence (surface stress and 
energy). Since lattice parameter with variation with grain size cannot be studied, the properties 
like adsorption, stoichiometry, phase etc. are studied2.           
           Iron (III) oxides and hydroxides are products of forced hydrolysis of Fe3+ ions. The phase, 
size and shape of the iron oxide particles depend on the FeCl3 and HCl concentrations, pH, the 
presence of complexing agent, temperature and time when produced by forced hydrolysis of Fe3+ 
ions. Music and group cited various studies where the size of iron oxide particles depended on 
the amines and metal ions present in the solution. For example the presence of low concentration 
metal ions like Cu2+ in FeCl3 hydrolysing solution resulted in inhibiting the growth of β-FeOOH 
particles. But when the concentration of the metal ions was increased, it resulted in the increase 
in the growth of β-FeOOH particles32.  
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 Schimanke and Martin studied the transition of nanocrystalline maghemite to hematite 
using XRD. From previous studies it is known that coarse grained maghemite transforms to 
hematite at temperature above 300ºC. It has also been observed that nanocrystalline magnetite 
produced using reverse micelle method that below a crystal size of 30 nm only maghemite was 
produced whereas above this size only hematite was produced 33.  
 Ayyub and his group discussed the thermodynamics involved in grain size and size 
dependent phase transitions in iron oxides. They showed that the grain size affects the phase 
transformation in oxides and called it “size driven phase transition” 34. 
 
2.2.4. Characterization of Iron Oxides 
Different analytical techniques have been used in past to characterize iron oxides. One of 
the techniques which is widely used in characterizing iron oxide deposits is x-ray diffraction 
(XRD) 35, 36. The limitation that XRD poses in characterization of iron oxides is that it cannot 
efficiently differentiate between magnetite and maghemite. Magnetite and maghemite have 
similar spinel structure and this makes it difficult to distinguish them using an ordinary XRD. 
Magnetite is said to have a defect structure with Fe:O ratio that ranges from 0.75 to 0.744. This 
results in variation of lattice parameter a from 8.397 to 8.394 Å. Similarly in maghemite, the 
Fe:O ratio ranges from 0.67-0.72. This results in the variation of lattice parameter a from 8.33 to 
8.38 Å. The small difference in the lattice parameter makes it difficult for ordinary XRD to 
distinguish between Fe3O4 and γ-Fe2O3 (Figure 2.3). Another technique that has been used in 
past to study iron oxides is Mossbauer spectroscopy (MS). This technique is very sensitive in 
identifying iron oxides but has known to encounter problems in analyzing complex mixtures 
containing more than one spinel structure.  It has been established that FTIR can be used to 
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efficiently characterize iron oxides. FTIR spectra of oxidized magnetite samples are know to 
show five absorption bands indicating the different degrees of oxidation and cation vacancy 
contents of spinel phase37, 38.  Characterization of iron oxides using FTIR is discussed in detail in 















Figure 2.3. XRD spectra of – synthetic magnetite (Fe3O4) and  
maghemite (γ-Fe2O3) powders 
(Source: Namduri, MS Thesis, 2003) 
2.3. Effect of Amines on Iron Oxides 
Inhibitors protect the metal by adsorbing onto the surface and reduce corrosion of metal 
in aggressive environment. So selection of appropriate amine is a very important and this 
justifies the study of amines and their effectiveness in high temperature and corrosive pressure 
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environment. Amines study is also important owing to the fact that they effect the corrosion 
deposits formed in steam generators cycles and also the phase transformation of iron oxides. 
There are different kinds of amines: volatile, neutralizing, steam volatile film forming 
etc. For example volatile amines are added to feed water systems to increase the pH of the water 
and thereby control corrosion. These amines combine with steam and are carried to turbine and 
condensers and other parts of secondary side of steam generator, protecting them from corroding 
under steam-water circuits. Amines have not only been widely used as corrosion inhibitors in 
nuclear power industry, but have also been used in gas and oil, paper, cooling circuits and many 
other industries40, 41. 
In the past, researchers have extensively studied the effects of amines as corrosion 
inhibitors. Studies have also been performed to understand the mechanism at the metal surface 
when the metal is exposed to amine solution. This present research mainly focuses on the amines 
used in nuclear power plants. A new amine DBU (1, 8-diazabicyclo [5.4.0] undec-7-ene) has 
been studied for its effectiveness as corrosion inhibitor along with commonly used amines in the 
power industry. The amines used in this research are DBU, DMA, ETA and morpholine. Along 
with the above mentioned amines, inconel alloy was also exposed to NaOH solution, which 
would be referred to as control sample in the rest of the report. One of the goals of this research 
is not only to study the effects of these amines on the metal surface, but also to compare the 
effectiveness of DBU as corrosion inhibitor to the rest of the amines, which are well established 
as corrosion inhibitors in the power industry42-44. 
Hur’s group studied the sludge dissolution kinetics and corrosion of materials by using 
EDTA as a solvent at temperature ranges of 93-150 °C. They observed that the magnetite 
dissolution increased as the temperature was increased45. Ocha’s group studied the inhibition 
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efficiency of fatty amines in combination with phosphonocarboxylic acid and biocide on carbon 
steel metal surface in a water treatment cooling circuit using electrochemical impedance 
measurements. They concluded that the phosphonocarboxylic acid salts acted as anodic 
inhibitors whereas the fatty amines showed mixed reaction.  From X-ray photoelectron 
spectroscopy they also found that the layer formed on the metal surface comprised of an iron 
oxide and hydroxide mixture along with some complex organic compounds, showing that the 
organic molecules interact with the iron oxide at the metal and the oxide interface46. Olsson et al. 
have studied the adsorption of carboxylic acid-based inhibitors. They showed that the inhibitor 
efficiency is dependent on the nature and the concentration of the anions in the solution47. 
Ishikawa and his group studied the effects of amines on formation of iron hydroxides. From the 
XRD and Infrared analysis they concluded that the crystal phase of air-oxidation products 
depends on the pKa of the amines used in the solution. They were also successful in showing that 
the transformation of α-FeOOH to γ-FeOOH was dependent on the pKa of the amine48. The same 
group also studied the effect of amines on the formation of β-FeOOH. They showed that the 
particle size of the hydroxide formed decreased with increase in the concentration of the amine. 
They were also able to show that certain amines had more effect on the size of hydroxide 
compared to the other amines used in the study49.  
 Study performed by Bouayed and group on corrosion inhibition of organic compounds on 
metallic iron surface made an attempt to compare the efficiency of three amines, thiophenol, 
phenol and aniline. They performed gravimetric and electrochemical experiments to study the 
bonding interaction between the molecules of the organic compound and the metal surface50.  
Alkylamines are known to inhibit corrosion on metal (iron) surface by absorbing 
chemically on the metal surface. Tsuji and his group used FTIR, contact angle measurement and 
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XPS techniques to study the protective efficiency of N, N –dimethylalkylamine monolayer 
modified with chlorosilanes for preventing corrosion of iron 51. 
Typically the corrosion product layer on an uninhibited metal is in the order of microns, 
but the presence of corrosion inhibitor, the inhibitor film is at molecular level whereas the 
corrosion layer is on a microscopic level52, 53.  
The corrosion inhibition efficiency of the amine is mainly dependent on the adsorption 
mechanism of the amine on the metal surface. This occurs when the organic inhibitor molecule 
replaces the moisture between the organic coating and the metal oxide surface54.  
To summarize the amines possibly affect the iron oxide particle size and phase 
transformation. Addition of amines can also affect the porosity of the corrosion scale on the tube 
surface, scale adhesion, pH and water chemistry in the secondary side of steam generator system.   
 
2.4. Prevention of Corrosion - Role of Protective Oxide Films 
The composition and structure of the oxide film determines how different ions are 
transported through the oxides. This transport of material affects the corrosion rate. The main 
constituents of alloy 600 and 690 are nickel, chromium and iron. At typical secondary side 
conditions, nickel, chromium and iron are more stable as oxides than as metals. These elements 
form thin protective oxide (typically less than 1 µm thick) on the metal surface and reduce the 
reaction rate of the base metal. One of the main disadvantages of using material that relies on 
protective film for corrosion resistance is that it makes the material susceptible to modes of 
corrosion that can affect the integrity of the films.  
Past researchers have shown that maghemite layer is responsible for passivity in iron. 
Even though magnetite provides the basis for formation of higher oxidation state but does not 
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directly contribute to the passivity. Iron is more difficult to passivate than nickel because in iron 
it is not possible to directly create conditions to form maghemite. First steps have to be taken to 
form a stable layer of magnetite for a period of time and only then can the conditions can be 
amicable for formation of a passivating layer of maghemite. In case of nickel, Ni2+ oxide 
considered to be NiO along with Ni (OH)2 , which is the passivating species, does not require 
any initial oxidation state like iron55.  
Pourbaix diagrams indicate graphically the conditions of redox potential and pH under 
which different types of corrosion behavior may be expected. These plots indicate regions of 
thermodynamic stability of different phases and species of metals and oxides. The potential on 
the vertical axis is determined by the concentrations of oxygen, hydrogen and other oxidizing 
and reducing species. Figure 2.4 a shows the stable phases for nickel-water system. The line (a) 
in this figure indicates the stability region of water and line (b) indicates O2-H2O (oxygen) line. 
The wetted tube surface conditions are normally between the lines (a) and (b). The regions where 
free span areas in the steam generator are exposed to All Volatile Treatment (AVT) water 
operate is also indicated in this figure. One of the observations from the Pourbaix plot of nickel 
is that the stable form of oxide under AVT conditions is nickel oxide which forms a protective 
oxide layer on the metal surface. Figure 2.4 b and c show the Pourbaix plots for chromium and 
iron. In the low potential range where the metal will not corrode in the sense of dissolving but 
still can be damaged by corrosion processes such as hydrogen embrittlement.   
The deposition rate of hematite (α-Fe2O3) is an order of magnitude greater than magnetite 
(Fe3O4). As seen from the pourbaix diagram of iron, it is important that the reducing conditions 
be maintained in the steam generators during operation so as to facilitate formation of magnetite. 
Turner and Klimas showed that lowering the concentration of hematite relatively to magnetite in 
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the feedwater will significantly lower the rate of tube bundle fouling. Theoretical studies by Jobe 
showed that magnetite has a very low solubility and a much smaller dissolution rate  
 
 
a) Ni-water system 
















































Figure 2.4 Pourbaix (potential-pH) diagrams for a) nickel-water,  
b) chromium-water and c) iron-water systems at 288ºC (dissolved species activities of 10-3
(Reproduced with permission from EPRI, TR-108004) 
than magnetite and lepidocrocite in the presence of 5 ppb of dissolved oxygen. At low pH,  
Fe(II) species dominate; the total iron solubility is lower for Fe3O4 + α-Fe2O3 than Fe3O4 +H2 
couple. At high pH, Fe(III) species dominate and the total solubility is higher for the Fe3O4 + α-
Fe2O3 couple. Solubility of magnetite under reducing conditions may exceed the solubility of  
γ-FeOOH under oxidizing conditions at temperatures greater than 185ºC. So when hydrazine is 
added to the system, the sudden shift in the redox reaction may cause the soluble iron 
concentration to exceed the solubility of Fe3O4 and force it to precipitate out2. Formation of thin 
layer of maghemite/magnetite is known to act as a very good passive film. The two most 
prevalent views of passive films on nickel are that it is either entirely NiO or it consists of inner 
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layer of NiO and an outer layer of Ni(OH)2. Addition of chromium can alter the oxide film 
composition and structure formed on the metal surface. This can result in more disordered (less 
crystalline) form of oxide film. In other words it can result in formation of an amorphous or less 
crystalline oxide film which may be more resistant to breakdown compared to crystalline film6.   
 Sulfur is known to adsorb on the magnetite surface (present in steam generator deposits) 
and possibly reduce to sulfides. This is an important reaction because in past sulfur has been 
associated with tube corrosion. Presence of nickel in the steam generator system has been found 
to catalyze Schikorr reaction and result in magnetite on the tube surface. Sulfur can also react 
with nickel to form nickel sulfides and result in sulfur induced corrosion in secondary side10.   
 Lemire and McRae showed that for alloy 690 under basic oxidizing conditions (pH 8-10) 
at 573 K, the equilibrium concentration of chromium is higher than that of nickel and iron. They 
suggested that this could result in leaching of chromium and the oxide surface may contain 
oxides of iron and nickel. At reducing conditions, the chromium solids are less susceptible to 
dissolution than those of iron and nickel56.  
 
2.5. Experimental Methodology 
a) Scanning electron microscopy (SEM): SEM is a tool that is widely used in characterization 
and analysis of materials. The SEM has a resolution which approaches few nanometers and can  
operate at magnifications in the range of 10-300,000 X. SEM combined with EDS (energy 
dispersive spectroscopy) can give very valuable chemical and morphological information. SEM 
is relatively inexpensive when compared to other analytical tools for the wide range of 
information that it can provide57. In the present research SEM has not only been used to study the 
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morphology of the iron oxides and inconel alloy surface, but also to study the thickness of iron 
oxide formed on the samples collected from CPSES. 
b) Energy dispersive spectroscopy (EDS): EDS combined with SEM can give very valuable 
chemical information of the specimen. x-rays are produced as a result of ionization of an atom. 
An inner shell electron is removed and an electron from higher energy level fills the vacancy 
created by inner electron shell. This process involves emission of excess energy, which is unique 
for every inner electron shell. This process involves emission of excess energy, which is unique 
for every atomic transition, which is in the form of x-ray photon or self absorbed or emitted as an 
auger electron. Even though the sensitivity of EDS is very low for light elements, it is still a 
powerful analytical technique for a quick and efficient qualitative survey of the elements present 
in the sample57. 
c) X-Ray diffraction (XRD): XRD is used to identify crystalline phases present in a material. It is 
also used to measure the structural properties, grain size, phase composition, epitaxy, preferred 
orientation, and defect structure for a given specimen. The main limitation of this technique is 
that it can be used only for crystalline materials58. For a single crystal there is only one 
orientation (hkl) plane where Bragg’s law is satisfied. This relation can therefore be used to 
study the crystal phase, phase transformation, defect structure of a given specimen.  
d) Fourier transform infrared spectroscopy (FTIR): It is one of the few non-destructive 
techniques which can provide information regarding chemical bonding in a material. It is not 
only used to analyze solid samples but can also be used for liquid samples. The goal of basic 
infrared experiment is to determine the changes in the intensity of a beam of infrared radiation as 
a function of wavelength or frequency after it interacts with the sample. The intensity –time 
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output of the interferometer must be subjected to Fourier transform to convert it into the familiar 
infrared spectroscopy59.  
e) Laser induced breakdown spectroscopy (LIBS): In recent years LIBS has been extensively 
used in the field for elemental analysis due to its advantages which include speed of analysis, 
simplicity, and capability. It is also a very inexpensive technique to use in the field60. The output 
obtained from LIBS can give very valuable information on the elemental composition and 
concentrations of the sample under analysis. 
f) Electrochemical impedance spectroscopy (EIS): Electrochemical techniques have been used 
extensively in past for studying the kinetic and mechanism at the metal-oxide interface. The wide 
application of amines as corrosion inhibitors has further attracted interest in studying the reaction 
mechanism of these amines at the metal oxide interface. Polarization (DC technique) and 
impedance (AC technique) methods are the most widely used electrochemical techniques in 
studying the kinetics between the organic molecules and the oxide layer formed on the metal 
surface in a corroding environment. Electrochemical impedance spectroscopy (EIS), which is an 
AC technique, is capable of producing valid measurements of polarization resistance (RP) and 
corrosion rate from the corrected solution resistance. 
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CHAPTER 3 
CHARACTERIZATION OF CORROSION PRODUCTS FORMED AT COMANCHE PEAK 





 The present chapter summarizes the characterization results of the corrosion products 
formed on components of unit 1 and unit 2 pressurized water reactors at Comanche Peak Steam 
Electric Station (CPSES).  Physical and chemical analyses were performed on the deposit 
samples collected from Unit 1 during the April 2004 (1RF10) and Unit 2 during October 2003 
(2RF06) refueling outages. Data obtained from the analysis will be compared to data obtained 
from the similar analysis performed by the author on unit 1 and unit 2 for the outages that took 
place in 2002 (1RF09 for unit 1) and 2001 (2RF05 for unit 2)1, 2. The last section of this chapter 
quantifies the concentrations of all the major metallic and non-metallic species along with the 
trace elements for samples collected from unit 1 during 2004 outage and unit 2 during 2005 
outage. 
Formation and transport of the deposits formed in the secondary systems plays a major 
role in the corrosion of the steam generators. The corrosion caused by these deposits is a major 
contributor to the operation and maintenance cost of the steam generators3. So characterization of 
these deposits will be helpful in giving an insight into the different corrosion processes taking 
place in the secondary side 4, 5.  
Physical and chemical analyses have been performed on different samples collected from 
unit 1 and unit 2 at CPSES. Scanning electron microscopy (SEM) was used for physical analysis 
of the samples to study the morphology and thickness of the oxide. Energy dispersive 
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spectroscopy (EDS) was used to identify different elements present in the deposits which 
contribute to corrosion and Fourier transform infrared spectrophotometry (FTIR) to determine 
the iron oxide phases present in the deposit samples. 
Impurities and/or the corrosion products are transported due to gradual erosion and 
corrosion of pressurized water reactor (PWR) feedwater, condensate and drain systems and 
adhere onto the pressurized boundary surfaces as corrosion layers6. These layers may consist of a 
mixture of iron oxides and hydroxides in ferrous systems or copper and zinc oxides or 
hydroxides in copper alloy components7, 8, 9. These corrosion product layers on system lead to 
denting, inter-granular attack and stress corrosion cracking (IGA/SCC) and pitting at tube 
supports and sheet crevices, which in turn lead to high maintenance cost of the secondary 
systems  10, 11, 12. So knowledge of the nature of these deposits, which can be obtained from 
deposit characterization, can help in predicting the effect of these deposits on the steam generator 
operation. Deposit characterization basically deals with sampling, packaging and laboratory 
analyses of the deposit samples. Different physical and chemical analyses are performed on these 
deposit samples to obtain compositional and structural information, oxidation state of the deposit 
materials etc.  
3.1.1. Need for deposit characterization 
There are many benefits of deposit characterization. Determining the physical and 
chemical properties of the deposits formed can help in efficiently planning for mechanical and 
chemical maintenance. Chemical analysis of deposits can reveal the presence of metals like lead, 
copper, arsenic which play a vital role in corrosion of secondary system units. Measurement of 
deposit thickness, composition and morphology can contribute to more accurate calculations of 
thermal performance of the units. Knowledge of the oxidation state of deposits can help in 
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assessing the effectiveness of oxygen scavengers. The presence of magnetite (Fe3O4) and 
hematite (α-Fe2O3) or even the presence of iron oxyhydroxides such as α-FeOOH and γ-FeOOH 
can promote formation of copper oxides. Characterization of deposit samples in one unit when 
compared to the other unit can give vital information about the performance of these units. 
 
3.2. Experimental Procedure 
 
Figures 3.1 and 3.2 are the schematics of the secondary systems for units 1 and 2 
respectively. Samples received were properly identified and marked carefully. Photographs of 
the samples were taken and recorded carefully. Samples were identified as: a) solid samples 
(bolts, washers and nuts) and b) powder samples (sludge). 
After the samples were identified, the strategy for characterizing of these deposit samples was 
planned by referring to previous characterization work done in the plant and by referring to the 
past work done by researchers in this field. Two forms of analysis have been used to characterize 
the deposit samples. They are a) physical analysis – oxide thickness and morphology and b) 
chemical analysis – identification of different elements. 
 
3.3. Results and Discussion 
 
3.3.1. Thickness Measurements of Deposits on Samples Collected From Unit 1 and Unit 2 
Components
  Table 3.1 shows measured thickness of scale formed on different components of unit 1. 
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UNIT 1 
Refueling Outage – APRIL 2004 
Figure 3.1. Schematic of sample identification for samples from unit 1 
(Reactor coolant system (RCS), blow down de-mineralizing system (BLDN DEMIN SYS), high pressure heaters (HP HTRS), 
low pressure heaters (LP HTRS), low pressure turbine (LPT), re-heater (RH), moisture separator (MS), high pressure turbine 
and (HPT), Heater Drain Tank (HDT)) 
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Figure 3.2. Schematic of sample identification for samples from unit 2 
(Reactor coolant system (RCS), blow down de-mineralizing system (BLDN DEMIN SYS), high pressure heaters (HP HTRS), 
low pressure heaters (LP HTRS), low pressure turbine (LPT), re-heater (RH), moisture separator (MS), high pressure turbine 






























Refueling Outage – October 2003 
UNIT 2 
LPT 
4, 5, 6, 7, 8












measured thickness of scale formed on different components of unit 2. The overall average 
thickness for all components in unit 2 was 17.80 μm.  


























DESCRIPTION OXIDE THICKNESS 
(AVG., µm ) 
1RF3 Feedwater Heat Exchange 19.8 
1RF4 1-6B  Feedwater Heat 
Exchange 
19.4 
1RF5 1-5 A  Feedwater Heat 
Exchange 
39.9 
1RF6 1-5B  Feedwater Heat 
Exchange 
32.2 
1RF7 1-4B  Feedwater Heat 
Exchange 
4.0 
1RF8 1-3A  Feedwater Heat 
Exchange 
19.8 
1RF9 1-1B  Feedwater Heat 
Exchange 
8.9 
1RF10 MSR 1-A Tube side 6.8 








2RF4 Feedwater Heater, 2-6-A, washer 2.1  
2RF5 Feedwater Heater, 2-6-B, washer 23.4  
2RF6 Feedwater Heater 2-5-A, washer 36.5  
2RF7 Feedwater Heater 2-5-B, washer 9.9 
2RF8 Feedwater Heater 2-4-B, washers 8.3  
2RF9 Feedwater Heater, 2-2B, washers 48.0  
2RF12 Moisture Separator Reheater 2-A, tube side 8.3  
2RF13 Moisture Separator Reheater 2-B, tubeside, washer 6.1 
AVERAGE  THICKNESS 17.8 µm 
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3.3.2.  Deposit Analysis of Different Components For Unit 1 and Unit 2 
 
a) Main condensers:  Samples from unit 1 show flaky porous rust with particle sizes ranging 
from 5-10 μm (Figures 3.3 a and b). EDS spectrum shown in Figure 3.4 indicates mainly the 
presence of Fe, and O. FTIR analysis shows a clear presence of Fe3O4, α-FeOOH and traces of γ-
FeOOH as shown in Figure 3.11. 
Samples from unit 2 show flaky porous rust with particles sizes ranging from 2-5 μm 
(Figures 3.3 c and d). EDS spectrum in Figure 3.4 shows the presence of Fe, O, and Cu as the 
elements present in these samples. FTIR analysis shows a clear presence of α-Fe2O3, Fe3O4, α-
FeOOH and γ-FeOOH as shown in Figure 3.12. 
 (b) High and low pressure feedwater heaters: The samples collected from low pressure 
feedwater heaters of both unit 1 and unit 2 showed crystalline grains forming a porous oxide 
layer (Figure 3.5 (a-d)). The average (6 samples) oxide layer thickness of the samples collected 
from unit 1 was found to be 22.5 μm. EDS analysis on the samples collected from unit 1 and unit 
2 showed the presence of Fe, O, Si, Ni, and Cr. The elemental mapping of the sample collected 
(Figure 3.6) from unit 1 clearly shows regions with concentrations of Ni. Areas with Ni and Si 
concentrations were found in unit 2 sample (Figure 3.7). The samples collected from low 
pressure feedwater heaters of unit 2 showed needle like particles (probably FeOOH) in between 
the crystalline grains forming a porous oxide layer (Figure 3.5c). The average (5 samples) oxide 
layer thickness of the samples collected was found to be 16 μm. Ni and Si may be present in the 
system due to the construction material used in the secondary system, as Inconel is an alloy of 
Ni, Fe and Cr. Phase analysis using FTIR for unit 1 showed the presence of Fe3O4, γ- Fe2O3, α-
FeOOH and traces of  γ-FeOOH (Figure 3.11) and unit 2 showed α- Fe2O3, α-FeOOH and traces 
of γ-FeOOH (Figure 3.12). 
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 The samples collected from high-pressure feedwater heaters of unit 1 showed porous 
layer of oxide with crystalline grains (Figure 3.5b). The oxide thickness was found to be 8.9 μm. 
Elemental analysis of these samples showed the presence of Fe, O, and Cr. FTIR analysis of the 
sample collected from the high pressure water heaters did not show any oxide absorption peak. 
The samples collected from high-pressure feedwater heaters of unit 2 showed porous layer of 
oxide with crystalline grains (Figure 3.5d). The oxide thickness was found to be 48 μm. 




























d)  c)  
 
 Figure 3.3. SEM photographs of main condenser sample from a) & b) unit 1 and  



























































Figure 3.5. SEM photographs of feedwater heater samples collected from a) & b) unit 1 
and c) & d) unit 2 
a)  b)  
c)  d)  
 
 
c) Deposit analysis of moisture separators: SEM analysis of the morphology of the samples 
collected from moisture separator showed porous oxide layer consisting of crystalline grains 
(Figure 3.8a). The average oxide layer thickness of the sample collected from unit 1 was found to 
be 6.8 μm. EDS analysis showed presence of elements like Fe, O, Cr, Ni, and P (Figure 3.9). 
FTIR analysis of the samples mainly showed presence of γ-Fe2O3 and α-FeOOH (Figure 3.11). 
 

































































   
Figure 3.7. EDS analysis of feedwater heater sample collected from unit 2 
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 SEM analysis of the morphology of the samples collected from moisture separator  
showed long platelets on a porous oxide layer consisting of crystalline grains (Figure 3.8b). The 
average oxide layer thickness of the samples (2 samples) collected was found to be 7.2 μm.  
 
Figure 3.9.: EDS spectra for moisture separator sample collected 










































































Figure 3.10. Elemental mapping of moisture separator sample collected from 
 unit 2 
 FTIR analysis of the samples mainly showed presence of Fe3O4 and γ-FeOOH (Figure 
3.12). Elemental mapping of this sample from unit 2 showed the presence of elements like Fe, O, 
Al, Cu, Ni, and K (Figure 3.10). The elemental mapping showed small areas of concentration of 













Figure 3.11.  FTIR spectra of samples collected from unit 1 



































Figure 3.12.  FTIR spectra of samples collected from unit 2 































3.4. Summary and Conclusions 
3.4.1. Comparison of Samples for Unit 1 For Years 2002 and 2004 Outages 
 
Table 3.3 shows a comparison between the samples collected during refueling outage 
2002 and 2004 from unit 1. The average thickness of the oxide layer of the samples collected 
during 2002 outage was 92 μm whereas that collected from 2004 outage is 18.9 μm. The samples 
from 2002 outage showed presence of dominant phases of magnetite along with maghemite. The 
samples collected from 2004 outage showed mainly α-Fe2O3, α –FeOOH and some traces of 
Fe3O4 and γ-FeOOH phases. Elements like Cr, Fe, O and Ni were found to be common in both 
the cases. F was observed to be present in the samples collected from 2004 
outage which was unlike the 2002 outage. Cu was present in most of the samples collected from 
2002 outage but samples from 2004 contain very negligible amounts of Cu. The 2004 outage 
samples were rich in their Cr content (especially the feedwater samples) when compared to 2002 
outage samples.  
 
Table 3.4 shows a comparison between the samples collected during refueling outage 
2002 and 2003 from unit 2. The average thickness of the oxide layer of the samples collected 
during 2002 outage was 15 μm whereas that collected from 2003 outage is 17.8 μm. The samples 
from 2002 outage showed presence of dominant phases of maghemite along with magnetite. The 
samples collected from 2003 outage showed mainly α-Fe2O3, Fe3O4 and γ-FeOOH phases. 
Elements like Cr, Cu, Mn, Si, Fe, Al and Ni were found to be common in both the cases. Tables 





Table 3.3. Comparison of samples for unit 1 for years 2002 and 2004 outages 
 
Component Year 2002 Year 2004 
Condenser Fe3O4+γ-Fe2O3 + traces of  
α- FeOOH + γ -FeOOH 
S, Fe, Cu, Mn, Zn, Ca and Si 
Particle 200-250 μm 
Fe3O4, α-FeOOH, and traces 
of γ-FeOOH  
Fe, O, Na, Ni, Al, Cr, and Cu 
5-10 µm particle size  
LP Heaters α - Fe2O3 + γ -Fe2O3 + α - FeOOH 
and traces of Fe3O4
Si, Ca, Cr, Fe, Zn  
60 μm 
 
α-Fe2O3, Fe3O4, and α -
FeOOH  
Fe, O, Si, S, Mn, V, Na, and 
Ni  
22.5 μm 
HP Heaters  γ - Fe2O3 + α- Fe2O3 




Fe, O, Na, Ni, Al, Cr, and Cu 
8.9 μm 
Moisture Separators Fe3O4 
Fe, Si, Ni, Cu and high Cr  
40 μm 
Fe3O4  
Fe, O, Al, Cu, Ni, Mn, Mg, 
F, and Na  
6.8 μm 
 
Table 3.4. Comparison of samples for unit 2 for years 2002 and 2003 outages 
 
Component Year 2002 Year 2003 
Condenser Fe3O4+γ-Fe2O3  
Fe 
14-16 μm 
Fe3O4, α-Fe2O3, α-FeOOH, 
and γ-FeOOH  
Fe, O, Na, Ni, Al, Cr, and Cu 
2-5 µm particle size  
LP Heaters α - Fe2O3 + γ -Fe2O3 + α - FeOOH  
Fe, Ni, Cr, and Si 
15 μm 
 
Fe3O4, α-Fe2O3, and  
γ-FeOOH  
Fe, O, Si, S, Mn, V, Na, and 
Ni  
16 μm 
HP Heaters  Fe3O4,  
Fe, Si, K, Cr, and Ni 
17.5 μm 
 
α-Fe2O3, γ-FeOOH and  
α-FeOOH 
Fe, O, Na, Ni, Al, Cr, and Cu 
48 μm 
Moisture Separators α - Fe2O3 + Fe3O4 
Fe, Ni, Cr, Si, Al, Zn, Cu, Mn, and S 
5 μm 
Fe3O4 and some unidentified 
phases 
Fe, O, Al, Cu, Ni, Mn, Mg, 





Fe, Ni, Cr and Cu were the commonly found elements in the deposit samples. The 
presence of Ni, Fe and Cr is expected in the deposit samples collected from the SG system as the 
constructional material used for tubing is alloy 600. Alloy 600 is an alloy of Ni, Cr and Fe. The 
major element in this alloy is Nickel. Therefore the presence of these elements in the deposit 
samples is justified. Copper is known for its excellent heat transfer properties and is commonly 
used in PWR steam cycles. The major source of Cu is from the feedwater, condensate and drain 
systems. However, when these systems are operated at pH is greater than about 9.3, the corrosion 
of the copper bearing material increases5. Very small quantity of Cu is added to alloy 600. Also, 
the presence of Cu in the deposit samples can be attributed to the fact that the blowdown 
efficiency for copper is low. Minor species like Zn, Mn, Mg, Si, S etc have been found to be 
present in the deposit samples.  
FTIR technique has proven to be an efficient tool in identifying different iron oxides and 
hydroxides present in the deposit samples. XRD technique has been traditionally used in the 
identification of iron oxide phases by the power industry. XRD analysis is based on the crystal 
structure of the sample. Since magnetite and maghemite have similar crystal structure, it is very 
difficult to resolve between these two iron oxides. So FTIR technique has been used successfully 
in identifying these phases.  The absorbance peak of magnetite is 570 cm-1 whereas that of 
maghemite is 600 cm-1. Therefore one can easily differentiate between these two iron oxides 




Description SEM FTIR EDS 
1RF1 Main Condenser 1-A 
hotwell, sediment 
Porous, round particles  α-Fe2O3, α-FeOOH  
 
Fe, and O 
1RF2 Main Condenser 
hotwell, 1-B, deposit 
Porous and round particles α-Fe2O3, α-FeOOH and traces 
of γ-FeOOH 
Fe, and O 
1RF3 Feedwater Heater  
1-6A, washers 
Porous upper layer with 
needle like particles at the 
bottom layer 
Oxide thickness 19.8 μm 
α-Fe2O3, α-FeOOH and traces 
of γ-FeOOH 
Fe, O, F, and P  
1RF4 Feedwater Heater , 
 1-6-B , washers 
Porous oxide layer with 
crystalline particles 
Oxide thickness: 19.4 μm 
α-Fe2O3, α-FeOOH   Fe, O, F and S  
 
1RF5 Feedwater Heater,  
1-5-A, washer  
Porous layer with crystalline 
particles 
Oxide thickness: 39.9 μm 
α-Fe2O3, α-FeOOH   Fe, O, C, Si, S, F, and K 
1RF6 Feedwater Heater  
1-5-B,  
Crystalline and hexagonal 
particles 
Oxide thickness: 32.2 μm 
Fe3O4, and  
α-FeOOH 
Fe, O, F, and Hg 
1RF7 Feedwater Heater  
1-4-B, washer 
Porous crystalline grains  
Oxide thickness: 4 μm 
α-Fe2O3, α-FeOOH and traces 
of γ-FeOOH  
Fe, O, Cr, C, V, F, Zn and 
Ni 
1RF8 Feedwater Heater  
1-3-A, washers 
Porous crystalline grains  
Oxide thickness: 19.8 μm 
α-Fe2O3 Fe, O, and F 
1RF9 Feedwater Heater  
1-1B, washers  
Crystalline grains forming a 
porous layer on the surface 
Oxide thickness: 8.9 μm  
Inconclusive Fe, O, Ni, Cr, Cl, V, and F
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1RF10 MSR 1-ATube side Crystalline particles 
Oxide thickness: 6.8 μm 
Fe3O4 Fe, O, Ni, Cr, P, V, and F 
1RF11 Main condenser tube 
side deposit from lower 
tubes 
N/A  α-FeOOH and  
γ-FeOOH  
N/A  
1RF12 Station service water 
line SW-1-003 at 8” 
flange 
Porous layer with sheet like 
layer 
 
α-FeOOH and  
γ-FeOOH 
O, P, Cl,  and Mn  
 




Description SEM FTIR EDS 
2RF1 Main Condenser 2-A 
hotwell, sediment 
Porous, flaky particles  α-Fe2O3,Fe3O4, α-FeOOH, and 
γ-FeOOH  
Fe, O, Na, Ni, Al, Cr, and 
Cu 
2RF2 Main Condenser 2-B, 
Supports, deposit 
Porous and round particles Fe3O4  Fe, O, Na, Ni, Al, Cr, and 
Cu 
2RF3 Main Condenser Shell 
2-B upper area, metal 
piece 
Porous upper layer with 
needle like particles at the 
bottom layer 
Fe3O4 and α-Fe2O3 Fe, O, Na, Ni, Al, Cr, Cu, 
Pb, and Si 
2RF4 Feedwater Heater , 
 2-6-A , washer 
Porous top surface covered 
with platy and round 
particles with needle like 
particle at the bottom surface
Oxide thickness: 2.1 μm 
Fe3O4 and γ-FeOOH  Fe, O, Si, S, Mn, V, Na, 
and Ni  
2RF5 Feedwater Heater,  
2-6-B, washer  
Porous layer with platy and 
needle like particles 
Oxide thickness: 23.4 μm 
Fe3O4, α- Fe2O3, and  
γ-FeOOH  
Fe, O, Cr, Cu, F, Na , and 
Si,  
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2RF6 Feedwater Heater  
2-5-A, washer 
Porous platy particles on the 
surface with small fibrous 
like particles underneath the 
layer 
Oxide thickness: 36.5 μm 
Fe3O4,  
α-FeOOH, and γ-FeOOH 
Fe, O, Na, Cr, Cu, F and Ni
2RF7 Feedwater Heater  
2-5-B, washer 
Porous crystalline grains 
with needle or flower like 
particles present in between 
the  crystalline grains 
Oxide thickness: 9.9 μm 
α-Fe2O3
 
Fe, O, Cr, Cu, F, Na, Ni, Al 
S, Ti and Si 
2RF8 Feedwater Heater  
2-4-B, washers 
Porous crystalline grains 
with needle like particles 
present in between the  
crystalline grains 
Oxide thickness: 8.3 μm 
Fe3O4, α- Fe2O3,  
γ-FeOOH and traces of α-
FeOOH 
Al, Cr, Fe, Mn, Ni, O, V, 
Cr, Cu, F, Na and S 
2RF9 Feedwater Heater  
2-2B, washers  
Crystalline grains forming a 
porous layer on the surface 
Oxide thickness: 48.0 μm  
Inconclusive Fe, O, Na, Ni, Al, Cr, and 
Cu  
2RF10 Feedwater Heater  
2-2-B, deposit 
N/A α-Fe2O3 and  γ-FeOOH N/A 
2RF11 Feedwater Heater  
2-2-A, metal piece 
Crystalline grains forming a 
porous layer on the surface 
α-Fe2O3, Fe3O4, α-FeOOH,  
γ-FeOOH and traces of  
γ-Fe2O3
Fe, O, Na, Ni, Al, Cr, and 
Cu  
2RF12 Moisture Separator 
Reheater 2-A, tube side
Porous layer with crystalline 
grains on the surface 
Oxide thickness: 8.3 μm 
Inconclusive Fe, O, Al, Cu, Ni, Mn, Mg, 
Na and Si  
2RF13 Moisture Separator 
Reheater 2-B, tubeside , 
washer 
Long platelets on the surface 
with cubic crystalline grains 
at the bottom surface 
Oxide thickness: 6.1 μm 
Fe3O4 Fe, O, Al, Cu, Ni, Mn, Mg, 
F, Na, and K  
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3.5. EDS Quantification of Corrosion Deposits 
 
Deposits consist of different impurities, which include metals like copper, lead, sulfur etc. 
These metals form different ionic species and some of these species combine with iron oxides 
and form complex spinels leading to increase in the deposit formation. Ionic species formed in 
the steam cycle system by some of the major metallic impurities.  
 This section of the chapter is an attempt to quantify the concentration of the different 
species (metallic and non-metallic) present in the corrosion deposits from unit 1 (during 2004 
refueling outage) and unit 2 (during 2005) outage. These samples were analyzed using EDS 
system, which was appended to the SEM (JEOL T30). EDS 2004 software provided with EDS 
set up was used for quantifying the atomic concentrations of elements present in the field 
samples for unit 1 and unit 2. The total concentration was normalized to 100 weight percent. All 
the lines (K, L, and M) were used in quantification. ZAF correction along with Gaussian 
deconvolution (95 % confidence limit) was used in the quantification process. Concentrations of 
the samples for unit 1 are shown in Table 3.7 and unit 2 is shown in Table 3.813.  
The quantification of the major elemental constituents of both units is displayed in Figure 
3.12 (a-d).  Elemental forms of Fe, Ni and Cr were the major constituents in the deposit samples. 
Presence of Ni, Fe and Cr is expected in the deposit samples collected from the steam generator 
system, as the material used in construction is inconel alloy 600 (Ni-65 %, Cr-14 to 17 %, Fe-6 
to 10 % and other trace elements like Mn, Si, S and C). The major element in alloy 600 is nickel. 
Along with the above mentioned elements, Zn, Mg, Si etc were also found in the deposit 
samples.  
Unit 2 main condenser samples showed relatively high concentrations of Ni and Cr when 




Description Fe O Cr Cu P S Ni Si Zn 
1RF1 Main Condenser 1-A 
hotwell, sediment 
19.7 34.5        
1RF2 Main Condenser hotwell, 1-
B, deposit 
39.5 59.5 0.4 0.5      
1RF3 Feedwater Heater  
1-6A, washers 
25 58.7   8.5     
1RF4 Feedwater Heater , 
 1-6-B , washers 
25.8 73.9    0.1    
1RF5 Feedwater Heater, 1-5-A, 
washer  
19 58.3    0.1 0.1   
1RF6 Feedwater Heater  
1-5-B,  
24.2 57.4 1.7     7.8 2.8\ 
1RF7 Feedwater Heater 1-4-B, 
washer 
31.5 52.6 2.3    1.7   
1RF8 Feedwater Heater 1-3-A, 
washers 
36.5 54.8        
1RF9 Feedwater Heater  
1-1B, washers  
23.8 53 10.2    1.9 0.3  
1RF10 MSR 1-ATube side 25 61.4 6.3  4.7  2.3   
 
 
Table 3.7. EDS analysis of unit 1, 2004 outage samples 





Identification Description Fe O Cr Cu Mn Ni Si Zn Cl Ti 
2RF81 Main Condenser 2-B
hotwell, bolt 
15.1 58.1 17.5   9.1     
2RF82 Low Pressure Heater 
2-4A, washer 
22.8 59.2 1.0 2.2 3.9 5.3 0.5 3.1   
2RF83 High Pressure 
Heater 
 2-1A 
1.9 68.6 2.2  2.6 1.1 10.1  1.5  
2RF84 High Pressure 
Heater  
2-1B 
9.3 61.4 10.7  12.8 5.6     
2RF85 SG#1, Steam Drum 
Deposit 
1.0 66 1.1  1.4 0.6     
2RF86 SG#2, Steam Drum 
Deposit 
1.0 65.8   1.3 0.5   0.8 1.7 
2RF87 SG#3, Steam Drum 
Deposit 
1.0 66.2   1.3 0.6    1.8 
2RF88 SG#4, Steam Drum 
Deposit 
1.0 66.2   1.4 0.6     
2RF89 Moisture Separator 
Reheater 2-A, tube 
side  
9.3 61.4 10.7  12.8 5.6     
2RF810 Moisture Separator 
Reheater 2-B, tube 
side 
0.8 66.1 1.0  1.2 0.5 4.6   
 
 
Table 3.8. EDS analysis of unit 2, 2005 outage samples 
Note: All the concentrations are in atomic % units 
 
feedwater heaters. Feedwater heaters and moisture separator showed more number of trace 
elements compared to main condenser in both units 1 and 2.  
 As discussed in previous sections, the results from EDS analysis reveals that constituents 
of steam generator tubing and other ferrous and non-ferrous materials used in the construction of 
the steam generator can be expected to be present in the oxides of the secondary system, though 
not in homogenous fashion. 
 One main reason that justifies EDS quantification of the deposit sample is in 
documenting the concentrations of the elements for both steam generator units. Any major 
change in the concentrations for a given unit from one outage to the next outage if analyzed 
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Figure 3.13. EDS quantification of samples collected from a) 
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STUDY OF PHASE TRANSFORMATION IN IRON OXIDES USING LASER INDUCED 
BREAKDOWN SPECTROSCOPY (LIBS) 1
 
4.1. Introduction 
Recently laser induced breakdown spectroscopy (LIBS) has gained popularity for 
elemental analysis of deposits formed in steam generators1 due to its advantages including speed 
of analysis, simplicity of sampling and capability of in-situ analysis. The technique involves 
focusing a laser beam onto a sample to generate spark-induced plasma. Although laser-sample 
and laser-plasma interactions are not well understood it is known that when the laser pulse of 
sufficient energy strikes a spot on the sample, the spot temperature instantly increases past its 
vaporization temperature and results in single or multiple photon absorptions. A portion of the 
material, which is ablated by the laser, is in the form of particles, free electrons and highly 
ionized atoms. This expanding plume of material interacts with the laser radiation and forms the 
plasma. After several microseconds this plasma slows down due to collisions with ambient gas 
species and starts to decay through radiative, quenching, and electron-ion recombination 
processes leading to formation of high density neutral species. Atomic and ionic emissions of the 
plasma are collected by a suitable optical arrangement and analyzed using a time-gatable 
detector. The output is in the form of spectral lines, which give information on the elemental 
composition and concentrations 2, 3.   
In the past, researchers have studied iron and iron oxides in geological materials using the 
LIBS technique and were successful in reliably identifying using statistical correlation methods 
                                                 
1 This entire chapter is reproduced with permission from Elsevier. Nasrazadani and Namduri, Spectrochimica Acta 
Part B 61 (2006), pp. 565-571.   
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over a short spectral window 230-277 nm 4. Weins et al, showed the presence of dolomite and 
traces of iron oxides using remote sensing LIBS while studying the rock and soil specimens 
collected during the May 2000 rover trials at Black Rock Summit, Nevada. The data acquired by 
LIBS as a function of depth and spatial location was very vital in understanding the extent of 
sample coatings and compositional and mineralogical diversity in targets during the Mars 
Exploration Program5.  
LIBS temporal behavior of many elements for the purpose of elemental identification and 
quantification has been studied in the past. Radziemski studied temporal history of a laser spark 
on solid samples in vacuum6. Due to the high initial density of free electrons and ions, the 
spectral broadening is dominated early on by stark effect and as time progresses, the electron 
density decreases, and recombination occurs and so pressure broadening affects the line width. 
They also concluded that local thermodynamic equilibrium, which is an essential condition to 
obtain analytical information from the LIBS was realized after 1μs. Hohreiter and his group 
explained that the changes in the electron density and plasma absorptivity during the first few 
nanoseconds affect the interactions between the laser induce plasma and the particle7. Sdorra and 
Niemax studied the neutral and ionic resonance lines of Mg as a function of gate delay for 
different argon pressures. They observed that the magnesium is strongly ionized within the first 
microsecond as the vapor pressure of magnesium is relatively high and so evaporates very fast 
into the plasma when it is still very hot. They also observed that ratio of Mg II line to Mg I line 
measured in the first microseconds was a direct indication of plasma temperature8. Ko et al. used 
an internal standardization to study the binary alloys using LIBS. They found that the internal 
standards can be used if the intensities are measured after a certain gate delay, allowing the 
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atomization of the sample material to be completed. They also found that the gate delay was 
longer for Cu/Zn alloys (largely different vapor pressures) when compared to Fe/Cr alloys9.  
Castle and et.al performed time resolved measurements of the intensity variations of five 
Pb atomic lines along the height of a LIBS plasma at atmospheric conditions. They investigated 
the temporal and spatial development of lead atomic emission and inferred the populations of 
these distributions of the upper levels from which the transitions originate10. Liu et al measured 
plasma temperature and electron density using relationship between gate delay vs. irradiance and 
compared with crater volume measurements11. 
  K. Meissner and his group conducted trace element analysis on solid matrix samples 
consisting of KBr and two oxides using LIBS. They concluded that the difficulties in quantifying 
the data were related to matrix effects and self-absorption, but the influence of sample 
preparation was negligible when compared to LA-ICP-MS (laser ablation inductively coupled 
plasma, mass spectrometry) technique. So LIBS could be used as an alternative or a 
complimentary technique to a more precise and sensitive LA-ICP-MS12.   Galbács and group 
calculated linear correlation coefficient between spectra of range of certified standards and the 
spectrum of a reference sample to analyze binary alloys13. 
 Literature indicates applications of LIBS for detection and quantification of elements of 
industrial importance like Fe 14, Pb 15, Al 16, S 17, and precious metals 18. However, little or no 
information is available for phase identification of oxides19. In this research LIBS temporal 
behavior of each iron oxide is documented to show that iron oxides posses uniquely identifiable 
LIBS fingerprints. Following sections present LIBS temporal spectra of iron oxides that are 
complemented with well established FTIR and XRD spectra of the corresponding samples to 
justify analytical value of LIBS for phase identification of iron oxides.  
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4.2. Experimental Procedure 
 Synthetic magnetite powder (Iron (II, III) oxide, Puratronic®, 99.997% (metal basis)) 
was heated at different temperatures: 185-500 °C for different time periods. Tracer 2100 Laser 
Element Analyzer (see Table 4.1. for LIBS system operational parameters) was used for LIBS 
analysis. Figure 4.1 shows the LIBS set-up used in this study. LIBS analysis was performed on 
commercial synthetic magnetite, maghemite, hematite, and wustite powders that were used as 
reference oxides. Samples were in the form of pellets where 0.62 g of oxide and 0.137 g of KCl 
ground and pressed using a hydraulic press under a pressure of 4,000 psi. Statistical correlation 
technique given by Winefordner4, the relation between variables with the linear correlation 
coefficient, has been used to compare the spectra of oxidized samples to those of the standard 
powders. The equation is:   
 







i yyxx/yyxxR ∑∑∑ −−−−= 
 
where x , the average of xi values and y , the average of yi values. The R2 value that is actually the 
square of the correlation coefficient, R, gives the measure of the reliability of the linear 
relationship between the x (intensity measured for sample) and y (intensity measured for 
standard sample). A value of R = 1 indicates an exact linear relationship between the sample and 
standard powders.  
A ThermoNicolet Avatar 370DTGS FTIR system in transmission mode and Scintag 500 
x-ray diffractometer with Cu-Kα radiation were used to performed phase identification on these 




Type of laser Nd: YAG 
Laser Energy 200 mJ 
Spectral range 360-385 nm 
Grating 2400 l/mm 
Detector gate Width 100 μs 
Gate delay 1-50 μs range 
Number of spots or number 
of laser target areas 
6 
Number of shots on each 
spot 
9 






































4.3. Results and Analysis 
4.3.1. Laser Induced Breakdown Spectroscopy  
 LIBS temporal response of oxides was analyzed in the spectral range from 360-385 nm 
for gate delays ranging from 1 μs to 50 μs to identify oxides of iron with the central line being 
374 nm wavelength. This wavelength is close to one of the stronger emission lines of Fe I (λ = 
373.48 nm)2. Firstly standard powders of magnetite, maghemite, hematite and FeO were shot 
with laser beam for the spectral range of 360-385 nm. Figure 4.2 shows the difference in the 
LIBS spectra for these oxides at 373.49 nm wavelength at pulse width of 100 μs. From data 
presented in Figure 4.2 it was noticed that LIBS spectra of FeO,α-Fe2O3, , γ-Fe2O3, and Fe3O4 
phases exhibit a number of humps indicating many possible physical processes including 
radiative, electron–ion recombination, and quenching taking place. LIBS spectrum of hematite 
(α-Fe2O3) showed a remarkably different pattern compared to other oxides possibly because of 
its crystal structure and absence of ferrous cations in its structure. Major differences in 
abovementioned iron oxides is the fact that FeO contains only Fe2+ cations where as α, and γ-
Fe2O3 contains only Fe3+ cations. The α-Fe2O3 has hexagonal crystal structures while γ-Fe2O3 
has cubic structure. Fe3O4 is a mixed cubic oxide which contains 2/3 Fe3+ and 1/3 Fe2+ cations. It 
is not known if crystal structure, grain size, absorptivity, optical and physical properties of 
oxides affect the characteristics of the oxide LIBS spectrum but electronic configurations of the 
oxide must be of prime importance in this regard. Pure iron oxides are very rare and normally 
iron oxides contain certain degree of atomic vacancies and other structural defects. Variations in 
oxidation state and presence or absence of structural defects in these oxides are responsible for 
variation in their LIBS, and FTIR spectra.  
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Figure 4.2 shows unique steep emission intensity decrease at a particular gate delay for 
each iron oxide. The gate delay at which this sharp decrease in intensity observed for hematite 
appeared after 1-2 μs where as other oxides showed a less drastic intensity reduction at gate 
delay of around 20 μs. Similar data was obtained for all the four commercial oxides at different 
wavelengths.  
Figure 4.3 shows the LIBS data for air-oxidized samples at different temperatures at 
373.39 nm wavelength. From the data obtained one can clearly observe that as the oxidizing 
temperature and time were increased the emission intensity showed a down fall at lower gate 
delays indicating oxidation of ferrous cations to ferric cations and in turn transformation of 
magnetite to maghemite before complete transformation to hematite. Specifically, air oxidized 
samples at 185°C after 2 hours and  at 250 °C after 1 hours did not transforms magnetite to 
hematite but it indicated start of transformation as confirmed by R2 factor shown in Figure 4.4. 
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Figure 4.2. Detector gate delay (μs) Vs intensity (counts) for different iron 


































Figure 4.3. LIBS analysis for magnetite samples treated at a) 185°C,  




























 Figure 4.4. Sample Vs standard oxide, R2 = correlation coefficient 
(magnetite/ maghemite/hematite)  
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before oxidation. Better correlation of LIBS spectra of the above two oxidized samples to 
magnetite and maghemite was observed. Oxidized sample at 350 °C for 1 hour produced a better 
correlation with hematite and a weaker correlation with magnetite as anticipated. Finally 
oxidized sample at 500 °C for 1 hour showed the best fit to hematite although still no complete 
transformation to hematite was observed.  
Samples heated at 350°C and 500°C showed patterns which were close to standard 
hematite pattern. Although the sample heated to 350°C for 1 hour showed a decrease in the 
intensity at a lower gate delay when compared to 500°C sample heated for 1 hour, which was a 
slight discrepancy from the expected outcome, the above analysis clearly shows that the 
correlation of the sample at higher temperature was close to unity for hematite when compared to 
other oxides.  
 
4.3.2. Fourier Transform Infrared Spectroscopy  
 FTIR spectra of iron oxides are well established 20. FTIR spectra for magnetite exhibit 
two strong infrared absorption bands at 570 cm-1 (υ1), and 390 cm-1(υ2). According to Ishii et al 
these bands can be assigned to Fe-O stretching mode of the tetrahedral and octahedral sites for 
the υ1 band at 570 cm-1 and the Fe-O stretching mode of the octahedral sites for the υ2 band at 
390 cm-1 provided that Fe3+ ion displacements at tetrahedral sites are negligible. FTIR spectrum 
of magnetite exhibits two other absorption bands at 268 cm-1and 178 cm-1 which were beyond 
detection limit of our instrument21.   Maghemite that is defective form of magnetite has 
absorption bands at 630 cm-1 and 430 cm-1. Previous research shows that the band at 630 cm-1 
was developed from broadening and splitting of 570 cm-1 band as magnetite was air oxidized at 
different temperatures22. Similar observations are noticed in Figure 4.5.  
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Magnetite samples heated in air at 185-500 °C  for different durations show progression 
of magnetite transformation to maghemite (250 °C for 1 hour) before it transform to hematite 
(500 °C for 1 hour). All heated samples show absorption band broadening as well as band 
splitting in varying degrees when compared with un-oxidized magnetite sample (Figure 4.5). 
FTIR spectra of Hematite shows absorption band at 540 cm-1(very broad), and 470cm-1 (medium 
broad)20.  
  
 4.3.3. X-Ray Diffraction 
Magnetite samples oxidized at different temperatures were analyzed using XRD as a 
complementary technique. Figure 4.6 (a-d) shows XRD spectra of oxidized samples 
documenting transformation of magnetite to hematite. M represents magnetite, MH represents 
maghemite and H represents Hematite phases in Figure 4.6. Figure 4.6a shows a strong (311) 
diffraction intensity indicative of strong magnetite presence. Sample heated at 200 °C  for 1 hour 
(Figure 4.6b) shows  a reduction in intensity of (311) peak and development of maghemite and 
hematite peaks. It must be mentioned that XRD is not sensitive enough to differentiate between 
magnetite and maghemite phases due to extreme similarity in crystal structure of these two 
phases. Samples heated at 350 °C  and 500 °C  for 1 hour (Figure 4.6 c-d) are dominated by 
hematite phase indicated by presence of strong (104), (110), and (116) peaks.   Comparing XRD, 
FTIR, and LIBS spectra of oxidized samples it is observed that there exists a harmony in all three 
spectroscopic analysis. Magnetite sample heated for 2 hours at 185 °C shows minimal hematite 
indicated by a minor (104) hematite peak in the XRD spectra and its corresponding FTIR 
spectrum that shows a minimal hematite absorption band at 444 cm-1. Correspondingly LIBS 
pattern does not show an abrupt intensity drop at low gate delays that is a typical hematite 
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Figure 4.5. FTIR spectra of magnetite powder heated to different 
temperatures  
 
signature in LIBS analysis. On the other hand, highly oxidized sample heated at 500 °C for 1 
hour showed an XRD pattern indicating almost complete transformation of magnetite to 
hematite. Corresponding FTIR pattern shows a band broadening and splitting of 570 cm-1 band 
to form two bands at 600 and 630 cm-1 with increasing intensity in 470 cm-1 band. LIBS 
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spectrum of this sample showed a sudden reduction in intensity indicating a strong presence of 
hematite. There appears to be an anomaly in LIBS spectra of samples heated at 350°C and 500°C 
heated for the same time period. Figure 4.3 shows an abrupt reduction in intensity for both 
samples with spectrum of 350 °C samples lying below that of 500 °C sample. It is conceivable 
that degree of transformation from one sample to the next may vary slightly that leads into an 
observed variation. However both samples clearly showed a sudden intensity fall out in their 
LIBS spectra proving the consistency of the analysis.  
Therefore one can conclude that LIBS can be used as an alternative or as a 
complementary technique to FTIR and XRD in identifying the oxides. The main advantage of 
using LIBS technique for oxide characterization over conventional techniques like FTIR and 
XRD is that the former can also be used in trace element analysis. 
 
4.4. Summary and Conclusions 
 According to LIBS correlation data, as the oxidation temperature, time or both increased, 
the transformation of magnetite to maghemite and then to hematite took place. Good agreement 
exists in LIBS, FTIR, and XRD data. The in-situ nature, remote analysis and speed of analysis of 
LIBS can be used in power industries for a better understanding of deposit formation. The future 
work will involve applying this technique to other metal oxides and complexes not only in the 









Figure 4.6. XRD analysis of magnetite samples treated at different 
temperatures a) 185°C for 2 hrs, b) 250°C for 1 hr c) 350°C for 1 hr and d) 
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QUANTITATIVE ANALYSIS OF IRON OXIDES USING FOURIER TRANSFORM 




Mixtures of iron oxides were prepared with known compositions containing magnetite 
(Fe3O4), maghemite (γ-Fe2O3), and hematite (α-Fe2O3) for calibration purposes. Calcium oxide 
(lime) was added to all samples as a standard reference in obtaining the calibration curves. Using 
regression analysis, relationships were developed for intensity versus concentration for 
absorption bands corresponding to each phases in their corresponding Fourier transform infrared 
Spectrophotometer (FTIR) spectrum. Calibration curves so generated were used to quantify 
unknown field samples that were obtained from components (moisture separators, condensers, 
and high and low pressure heaters) of the two units (units 1 and 2) of Comanche Peak 
pressurized water reactor (PWR). 
 Deposits consist of different impurities, which include metals like copper, lead, sulfur 
etc1. These metals form different ionic species and some of these species combine with iron 
oxides and form complex spinels leading to increase in the deposit formation. Ionic species 
formed in the steam cycle system by some of the major metallic impurities are tabulated as 
shown in the Table 5.1.This attempt to characterize iron oxides can be extended to other metal 
oxides mentioned in Table 5.1 and can give very valuable information on corrosion deposits. 
Legodi and his group performed quantitative analysis on calcium carbonate present in 
different cement blends using FTIR2. Reig and group performed quantitative FTIR analysis on 
calcium carbonate and silica (quartz) using constant ratio method. The group used potassium 




of silica and quartz in geological samples using FTIR3. The same group also successfully showed 
that FTIR can be used to quantify butyl acetate and toluene in binary and ternary mixtures using 
constant method ratio. They used valeronitrile as standard and they also showed that the above 
method is independent of optical path length4.  Krivacsy and Hlavay performed four different 
calibration methods using FTIR for quantifying quartz and calcite in atmospheric aerosols using 
diffuse reflectance infrared fourier transform spectroscopy. First method involved in calibrating 
by using single measurement, internal standard for second method, multiple calibrations for third 
method and the final method involved multiple calibration followed by references reflectance 
correction. After analyzing the results, they concluded that the final method using reference 
reflectance correction resulted in the most precise results5.  
Baucells and group showed that the concentration of caffeine in pharmaceutical mixture 
can be directly determined using FTIR6. Bogard and group developed a method to quantify 
nitrate ions in ambient aerosols using FTIR. They used calibration standards made from nitrates 
of ammonium, sodium, calcium, and magnesium. They showed that the absorbance at 1384 cm-1 
can be effectively used to quantify nitrates down to 0.1 µg and 2430 cm-1 peak can be used for 
samples containing milligrams of nitrate7  
XRD has been traditionally used to identify mineral samples. One of the limitations of 
XRD is that it cannot provide accurate quantitative information on amorphous and poorly 
crystalline samples. Xu and group showed that FTIR can be efficiently used for quantifying 
minerals. They used a multifunctional analysis which is based on Beer’s law to quantify different 
minerals present in oil wells. In this method the absorbance at a specific wave number is sum of 





 5.1. Major metallic impurities found in steam generator cycle 
(Source: (Cornell, 1996), (Ishikawa and others, 2002)) 
 
Element Deposit Chemical Ionic species 
Magnetite Fe3O4 Fe2+, Fe (OH)+, Fe (OH)3-
Maghemite δ-Fe2O3 Fe
3+, Fe (OH)2, Fe3(OH)24+




Fe (OH) 2 Semi-solid (not stable above 125°C 
Copper Copper oxide CuO Cu2+ (pH<6), CuOH (pH 6 to 9) and 
Cu (OH)3- (pH >9) 
Nickel Nickel oxide NiO Ni2+, Ni (OH)+, HniO2-
Chromium Chromium oxide Cr2O3 Chromate ions in the presence of O2
Calcium Calcium oxide CaO Ca+, CaO 
Aluminum Alumina Al2O3 Al 3+
Manganese Magnosite MnO MnO 




Sulfur        Forms sulfates with all  other elements mentioned in the table 
Silicon Cristobalite SiO2 Si2+
 
Formation and transformation of iron oxides is of interest to a wide variety of industries 
including steel making, power generating, paint systems, pharmaceutical, petrochemical, to name 
a few. Standard methods for identifications and characterizations of iron oxides have 
traditionally been either x-ray diffraction (XRD) or Mössbauer spectroscopy (MS)11.  
Although these techniques have served industry well in the past they suffer from 




transform infrared spectrophotometry (FTIR). MS is a technique that utilizes a live radioactive 
source, which makes the technique relatively unsafe from operational point of view and poses 
potential health risk to the operator. Level of operator expertise requirements and along with 
complexity of spectra interpretation is limitations of the MS technique. XRD that is somewhat 
easier to operate and interpret its spectra suffers from lack of its ability in differentiating 
magnetite and maghemite. On the other hand FTIR technique is a fast and reliable method that is 
widely used for characterization of organic matters but its potentials, as a characterization tool 
for inorganic materials is untapped.   Author has demonstrated applicability of FTIR for 
qualitative analysis of iron oxides and oxyhydroxides in the past and this paper extends 
application of FTIR for quantitative evaluation of these materials.    
FTIR spectra of iron oxides are well established12. It is been observed that the absorption 
band at high wave number region is due to OH stretching and at lower wave number is because 
of Fe-O lattice vibration. FTIR spectrum of magnetite exhibits two strong infrared absorption 
bands at 570 cm-1 (υ1), and 390 cm-1(υ2). According to Ishii et al these bands can be assigned to 
Fe-O stretching mode of the tetrahedral and octahedral sites for the υ1 band at 570 cm-1 and the 
Fe-O stretching mode of the octahedral sites for the υ2 band at 390 cm-1, provided that Fe3+ ion 
displacements at tetrahedral sites are negligible13. FTIR spectrum of magnetite exhibits two other 
absorption bands at 268 cm-1and 178 cm-1 which were beyond the detection limit of our 
instrument. Maghemite, (a defective form of magnetite) has absorption bands at 630 cm-1, 590 
cm-1 and 430 cm-1.Table 5.2 summarizes possible FTIR peaks for different iron oxides.  
The α-Fe2O3 is easily discerned from γ-Fe2O3 and other spinels using XRD. However, 




other only by means of XRD. Even Mossbauer spectroscopy, which is very sensitive in 
identifying individual iron oxides, encounters difficulties in analyzing such complex mixtures 14. 
 
Table 5.2. Infrared bands of different iron oxides 
(Source: Cornell and Schwertmann 1996) (Nasrazadani and Raman, 1993) 
Iron oxide / Hydroxide Wave numbers of bands (cm-1) 
Magnetite (Fe3O4)  Broad bands at 570 and 400 cm-1
Maghemite (γ-Fe2O3) 700, 640-660, 630, 690 range (Fe-O range) 
Hematite(α-Fe2O3) 540, 478 and 352 cm
-1
Goethite (α-FeOOH) 1124, 890 and 810 cm-1 for OH stretch 
Lepidocrocite (γ-FeOOH) 1018 cm-1 (in plane vibration) and 750 cm-1 (out 
of plane vibration) 
 
Magnetite is a well known form of iron oxide that forms both at room temperature in 
crevices between steel plates at elevated temperature inside boiler tubes, heat exchangers etc.The 
oxidation product of Fe3O4 is either γ-Fe2O3 or α-Fe2O3 depending on the oxidation temperature 
and or possibly crystallite size of the starting magnetite. Both Fe3O4 and γ-Fe2O3 has the same 
spinel structure and it is very difficult to differentiate between them using XRD15, 16.  
FTIR instrumentation that is available in most labs is fairly easy to use and the spectra of 
spinel samples obtained can provide valuable information in this regard17. It has been shown in 
previous studies that FTIR spectra of oxidized magnetite samples are known to show five 
variations in their absorption bands indicating the different degrees of oxidation and the cation 






5.2. Experimental Procedures 
 
Three sets of samples were prepared. The first set consisted of samples where known 
concentrations of synthetic magnetite were added to known concentration of synthetic 
maghemite powder. Similarly the second set consisted of samples where maghemite was added 
to hematite. The third set consisted of samples where magnetite was added to hematite. All the 
samples were added to KBr powder and compressed into pellets using hydraulic press. Care was 
taken to make sure sample preparation was consistent for all the samples. Nicolet Avatar 370 
DTGS FTIR was used to quantify iron oxides. The samples consisted of 85-90% of KBr and the 
rest consisted of equal amounts of CaO (lime) and iron oxide. A resolution of 2 cm-1 was used 
and the spectra were accumulated over 32 scans. Once all the spectra for the samples were 
obtained three calibration curves were drawn for the three sets of samples. To set the calibration 
curve for known amounts of iron oxide (magnetite, maghemite and hematite) in each mixture, 
I/Io ratio was used. Here I represents the intensity of the iron oxide peak (hematite-540 cm-1 and 
maghemite 630 cm-1) and Io represent the intensity of 3640 cm-1 peak of CaO. This particular 
peak of CaO used primarily because it does not interfere with any of the iron oxide peaks. Even 
though this peak is close to OH band, it has very distinct peak and can be easily discerned 
(Figure 5.1). CaCO3 (894-865 cm-1 peak) has been previously used as a standard reference in 
quantifying the amount of limestone in different cement blends2. Linear fit was used to obtain the 
calibration curve. This calibration curve was used to quantify the amount of iron oxides present 





5.3. Results and Discussions 
Figure 5.1 shows FTIR spectra of hundred percent calcium carbonate, hematite, 
magnetite and maghemite. A sharp peak at 3640 cm-1 belonging to calcium oxide was observed 
in all the spectra of iron oxides. The peak intensity was fairly constant in all the spectra. 
Calibration curves were obtained for combination of two phases of iron oxides. A 
correlation factor of 0.933 (magnetite added to maghemite, Figure 5.2), 0.9305 (maghemite 
added to hematite, Figure 5.3) and 0.8622 (magnetite added to hematite, Figure 5.4) was 
obtained. A confidence limit of 95% was used in the calculations. The values of I/Io for mixture 
with different concentrations of iron oxides is shown in the Table 5.3. Hematite peak at 540 cm-1 
intensity was used for I value for mixtures containing hematite and magnetite, and maghemite 
and hematite. Peak at 630 cm-1 was used for I values in case of mixture containing magnetite and 
maghemite. These calibration curves were then used to quantify the iron oxide phases present in 
the field samples collected from secondary side of unit 1 and unit 2 of CPSES. Figure 5.5 shows 
the spectra for the samples collected from moisture separator, main condenser, main feedwater 
heater, high and low pressure feedwater heaters. The percentage concentrations of the iron 
oxides present in the selected field samples is given in Table 5.4. The samples from moisture 
separator mainly showed hematite and magnetite. The main feedwater heater sample showed 
almost equal concentrations of magnetite and maghemite. The high pressure feedwater heater 
sample showed mostly hematite whereas low pressure feedwater heater sample showed hematite 
and magnetite. Presence of magnetite and hematite is expected in feedwater systems due to the 
transformation of hydroxides and other hydrated iron species, which move through the feedwater 
system, into stable iron oxides (Schikorr reaction).The two samples form main condenser mainly 













































Figure 5.1. FTIR spectra of 100% CaO, hematite, maghemite and 
magnetite 
 
Table 5.3. FTIR intensities for different known concentrations of iron 
oxides used in calibration curves (I = intensity of iron oxide mixture, and 












100   1.30 
 100  0.92 
  100 0.92 
80 20  1.21 
60 40  1.10 
40 60  0.94 
20 80  0.82 
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60  40 1.20 
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5.2. FTIR calibration for mixture containing magnetite and maghemite 
(630 cm-1 peak for maghemite) 

















5.3. FTIR calibration for mixture containing hematite and maghemite 
(540 cm-1 peak for hematite) 






















5.4. FTIR calibration for mixture containing magnetite and hematite 
(540 cm-1 peak for hematite)









































5.4. Summary and Conclusions 
 A quantitative determination of iron oxides can be quickly and relatively accurately 
performed using FTIR technique. The technique involves taking mid infrared measurements with 
samples in the form of KBr pellets. By using a standard reference like CaO normalization can be 
performed. The peak 3450 cm-1 is free from interference with any of the major iron oxide peaks 
considered in this study. This method makes it a very suitable method in quickly determining the 
concentrations of major iron oxides in the power industry.  
Fourier transform infrared spectrophotometry (FTIR) technique was reconfirmed to be a 
valuable tool to differentiate between Fe3O4 and γ-Fe2O3. It is also been shown that this 

















































































3.02 2.48   2.851 0.94
83 % Hematite 
and            








4.29 5.206 2.811   0.66
54% Magnetite 









3.08     4.016 1.3 
18 % Magnetite 
and            
82 % Hematite 




0.28     0.4916 1.74
3% Maghemite 










0.75     1.0352 1.38
3% Maghemite 










5.81     5.376 0.93
18% Magnetite 
and            
82% Hematite 
Table 5.4. Concentration of field sample collected from different components of 









It has also been shown that the infrared active mode of calcium oxide can be efficiently 
used in quantification process. The FTIR quantification method performed in this study can be 
further fine-tuned and extended to other major metallic oxides like chromium oxide, nickel oxide, 
lead oxide, silicon dioxide and etc.; can give very valuable information on corrosion deposits 
formed in nuclear power plants.  
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STUDY OF INTERACTION BETWEEN AMINES AND INCONEL ALLOYS  
6.1. Introduction 
  DMA, ETA and morpholine are three popular amines used in water treatment for 
controlling corrosion and fouling in recirculating nuclear steam generators. Amines in the past 
have proven to be effective in inhibiting corrosion in steels.  Inhibitors, such as amines, are 
known to protect the metals by absorbing onto the surface and retard metal corrosion. The 
presence of nitrogen or a heteroatom in an organic compound with unsaturated bonds causes an 
adsorption process on the metal surface and therefore reduces the metal dissolution1, 2. Du, and et 
al. 1studied the effect of N, N-dipropynoxy methyl amine trimethyl phosphonate as a corrosion 
inhibitor for iron in sulfuric acid and used potentiodynamic polarization and impedance spectrum 
analysis techniques to conclude that the inhibitor showed mixed control. 
  AC-impedance technique has been extensively used in corrosion studies. It has been 
proven to be a useful technique for investigating charge transfer, ion transport and adsorption 
processes on metals3. Impedance analysis consists of applying a broad range of frequencies of 
AC signals to a solid state or aqueous system. AC voltage or current is applied and response in 
the form of impedance is measured. The data obtained is in the form of real and imaginary 
impedance. From this data the value of impedance (Z) is calculated. Nyquist plot is a plot 
between real and imaginary values of impedance4. Researchers have used AC-impedance in 
investigating the mechanism of corrosion processes occurring at the metal as well as many other 
corroding interfaces. Lu and his group5 studied the corrosion behavior of steels exposed to Bayer 
liquor at high temperatures. They found that the corrosion rates measured using AC-impedance 
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was in good agreement with the values obtained from weight loss measurements. The effect of 
relative humidity on the atmospheric corrosion of galvanized steel coated with organic coatings 
was studied by Dehri and group6. They have suggested a new approach of simulating Nyquist 
plots. Corrosion resistance of 19 different alloys was tested under conditions similar to Space 
Transportation System (STS) launch environment by a group from NASA7. The group analyzed 
the corrosion data quantitatively using Nyquist plot and qualitatively using Bode plot. From the 
polarization resistance (Rp) values obtained they found that hastealloy C-22 had higher Rp values 
and Monel 400 and inconel 600 had the lowest values. They also found that the measured values 
of Rp were in good agreement with the predicted values.  
All the components of an electrochemical cell can be correlated to an electronic circuit 
model consisting of an array of capacitors and resistors (Figure 6.1). Applying the principle of 
AC-impedance to electronic circuit helps in designing or simulating an equivalent circuit, which 
when compared to the impedance system can be explained in terms of physical or chemical 
process8.  Park and Pyum analyzed the impedance spectra of pitted inconel alloy 600 electrode in 
aqueous Na2S2O3 and NaCl solution at high temperatures. From the Nyquist plots they observed 
that the spectrum was divided into two sections at temperatures from 60° to 150°C with different 
slopes9. They concluded that the section with the smaller slope in lower frequency range was due 
to combination of resistive and capacitive elements in the pit wall. The section with the higher 
slope at higher frequencies was due to double layer charging at the pit bottom. Alan and his 
group performed electrochemical impedance spectroscopy measurements on an interstate 
highway bridge I-beam that was coated with a surface-tolerant coating, applied at test patches. 
They studied the changes in the coating resistance and found that the coating was degrading even 
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Figure 6.1. Equivalent circuit representation for electrochemical processes taking 
place at metal surface and solution (Re – resistance of electrolyte,  
Rp – polarization resistance, Cp- polarization capacitance, W-Warburg 
impedance, Cdl – double layer capacitance, Rct – charge transfer resistance)  
obtained10. Pettersson and Pound performed AC impedance spectroscopy to study the effect of 
molybdenum in the passivation of stainless steel. Using the Nyquist plots, polarization curves 
and equivalent circuits, the group determined that molybdenum played a very important role in 
dissolution, formation of intermediate species and passivation of stainless steel11.  
  
6.1.1. Alloy 600 Vs alloy 690 
In past it has been proposed to use alloy 690 instead of alloy 600 in constructing steam 
generator tubes and components to reduce pressurized water reactor stress corrosion cracking. 
Alloy 600 has 15% (max.) chromium content whereas alloy 690 has 30% chromium content. The 
high chromium content in alloy 690 makes it resistant to inter-granular corrosion and inter-
granular stress corrosion cracking when compared to alloy 60012. Most nuclear power plants use 
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alloy 600 to build tubes in steam generator systems. But due to depletion of chromium and 
formation of carbide in the grain boundaries, alloy 600 is susceptible to stress corrosion cracking. 
So in recent past, alloy 690 has replaced in alloy 600 in construction of tubes and other 
components in the pressurized water reactor systems13, 14.  
Single mechanism cannot explain stress corrosion cracking at high temperatures in alloy 
600. Rebak and Smialowska reviewed different mechanisms that lead to stress corrosion 
cracking in alloy 600 at high temperatures. At the end of their analysis, they proposed that 
processes controlled by diffusion leading to internal oxidation and slow growing defects can at 
least give a good estimate on the life of the tubes15. Montemor and group studied oxide films 
formed on alloy 600 and 690 in aqueous environments (pH 8 and 10) at high temperatures using 
Auger analysis and photo-electrochemical measurements. From their analysis, the group 
concluded that the alloy 690 shows a duplex nature. The duplex nature means the semi 
conducting properties of the alloy are controlled by iron-nickel oxide on the inner surface and by 
chromium oxide on the outer surface. On the other hand they also observed that nickel oxide 
controlled the semiconductor properties of alloy 600 at pH of 8 and mixed oxide consisting of 
iron-nickel at pH of 1016.  
Lemire and McRae studied the thermodynamic stability of alloy 690 at 310ºC in aqueous 
environment. Based on thermodynamic data, they concluded that Fe and Ni are stabilized and Cr 
is destabilized in alloy 690 compared to pure elements.   They also ruled out formation of stable 
phase of NiCr2O4 and FeCr2O4 at 310ºC. In contact with reducing aqueous solution at this 
temperature, Ni, Fe3O4 and NiO are more soluble than γ-CrOOH, which forms a thin film on the 
surface. Under very oxidation conditions γ-CrOOH converts to Cr (IV) species and formation of 
NiO and NiFe2O417.  
 109
 The amines studied in this research are DBU, DMA, ETA and Morpholine. Inconel 
alloys 600 and 690 have been selected in this study because of their extensive use in steam 
generator tubing in pressurized water reactors. The purpose of this study was to understand the 
corrosion inhibition mechanism of the above mentioned amines on materials used in nuclear 
power plant. To fully understand the inhibition efficiency of the amines it is important to study 
their effect on inconel surface at steam generator temperatures and pressures. This study is an 
attempt to understand the mechanism of the amines at the inconel surface at high temperatures 
(300ºC) and also to compare the inhibition efficiency of the newly proposed amine, DBU to the 
presently used amines, DMA, ETA and morpholine, by CPSES. Not many studies have been 
performed on DBU to study its corrosion inhibition mechanism. CPSES performed some initial 
studies by soaking low carbon steels in DBU solution at room temperature and at 150ºC. 
 
6.2. Experimental setup 
6.2.1. Room Temperature studies3
             The effect of 1, 8-diazabicyclo [5.4.0] undec-7-ene (DBU), dimethyl amine (DMA), 
ethanolamine (ETA) and morpholine on inconel 600 coupons were studied at room temperature. 
The experiments were carried out using AC-Impedance spectroscopy at frequency range of  
100 kHz -5 Hz. Equivalent circuit representing frequency response of each amine in aqueous 
solution on Alloy 600 is presented. Purpose of this experiment was to compare metal behavior in 
the presence of different amines from mechanistic point of view i.e. film forming or neutralizing.  
                                                 
2 The entire room temperature study has been reproduced with permission from NACE International, H. Namduri 
and Nasrazadani, NACE Conference-March 2006, San Diego, CA. 
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Inconel alloy 600 was used for studying the effect of amines on the metal surface (see 
Table 6.1 for alloy 600 chemical composition). AC-impedance spectroscopy technique was used 
to study the effect of the amines DBU, DMA, ETA and morpholine. A Model 2273 Advanced 
Electrochemical System, manufactured by EG&G Princeton Applied Research Corporation, was 
used for all the measurements. The system include: a) Model 2273 computer-controlled 
advanced potentiostat/galvanostat / frequency response analyzer; b) flat Cell with saturated 
calomel electrode (in saturated KCl) and platinum counter electrode; and c) Power Suite 
software.  The AC-impedance data was gathered in the frequency range of 100 kHz to 5 kHz 
(Single sine; points/decade, 5; AC amplitude, 5mV; DC potential, 0V vs. OC (open circuit); 
condition time 0 seconds; condition potential, 0V vs. OC; The alloy samples were in the form of 
flat coupons. The flat cell was designed in such a way that the exposed metal surface area is  
1 cm2. The exposure time of the coupon to the amine solution was varied for 6 hrs, 12 hrs, 24 hrs 
and 48 hrs. The reason for varying the exposure time was to determine the behavior of the film 
formed on the metal surface a function of time.  An optimized pH of 9.0 is established for steam 
generator materials to provide corrosion protection in water-cooled nuclear reactors. The 
electrolyte solution was prepared by adding amine to de-ionized water to maintain the pH at 9.0, 
which was constant for all the experiments. The data was in the form of Nyquist and Bode plots. 
Only Nyquist plots have been used in this study for the purpose of analysis.  
 
6.2.2. High Temperature studies 
The present section deals with effect of amines (morpholine, DMA, ETA and DBU) on 
inconel alloys 600 and 690 at high temperature and pressure. Chemical composition of alloys 
600 and 690 are given in Table 6.1. Electrochemical impedance and polarization curves have 
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been used to study the corrosion inhibition mechanism of the amines. Tests were performed in an 
autoclave at a temperature of 300ºC and a pressure of 1000 psi. The morphology of the alloy 
surface was studied using scanning electron microscopy (SEM) and energy dispersive 
spectroscopy (EDS) to study the composition of the surface after the samples were treated with 
amine solution. 
Electrochemical impedance spectroscopy (EIS) technique was used to obtain Nyquist 
plots to study the reaction mechanism taking place at the alloy surface. Both alloys 600 and 690 
were soaked in amine solution at 300ºC for 3 hrs in the autoclave made of haste alloy. Amine 
solution at constant pH of 9.0 was used for all the experiments. Amine was added to the distilled 
water to attain the require pH.  An external, cold pressurized Ag/AgCl (0.22V) reference 
electrode was used to monitor the free corrosion potential and electrochemical impedance of 
alloys 600 and 690. The amine solution was the electrolyte and the alloy coupon (2.5 x 5.0 cm) 
was the working electrode. The samples were heated to 300ºC and the pressure at this 
temperature was 1000 psi for 3 hrs. Impedance measurements were taken at 100ºC, 200ºC and 
300ºC (3 hrs after exposure at this temperature). Data was collected in the frequency range of 0.1 
Hz to 106 Hz at AC amplitude of 5 mv/min.  Polarization curves were obtained by varying the 
voltage from -0.225 V to 1.6 V at a scan rate of 1 ºC mv/min. The curves were obtained at room 
temperature, 100ºC, 200ºC, and 3 hrs at 300ºC. 
 
 
 Ni (%) Cr (%) Fe (%) Si (%) C (%) Mn(%) S (%) Cu (%) 


















Table 6.1. Chemical composition of alloys 600 and 690 
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6.3. Results and Discussion 
      6.3.1. Room Temperature studies 
           Inconel alloy 600 when exposed to DBU solution, the Nyquist plot showed a partial 
semicircle at higher frequency along with a semi-circle at medium frequency. Warburg 
impedance corresponding to diffusion processes taking place at metal surface was observed at 
low frequencies. From Figure 6.2 it is observed that the semi-circle at the medium frequency 
range disappears with the increase in the exposure time. The straight line corresponding to 
diffusion process and the partial semicircle remain constant with the change in the exposure 
time. The semi-circle corresponds to the formation of intermediate organic compounds at the 
metal surface. There are two nitrogens present in DBU. One nitrogen (N2) is attached to three 
carbon atoms (sp3 nitrogen) and the other nitrogen (N1) is doubly bonded to carbon (sp2 nitrogen) 
which in turn is bonded to N2-nitrogen. Rao and et al showed that the N1- nitrogen in DBU can 
act as the site of donation and get deshielded in protonating solvent18. Further analysis using 
NMR and XPS can give more information on the type of compound formed on the metal surface. 
The organic compound in this case is the intermediate compound of amine in the solution. The 
partial semi-circle is due to the charge transfer process taking place between the ions in the 
solution and the metal surface. The interface between the solution and the metal surface is 
modeled as double layer capacitance and is kinetically parallel with charge transfer reaction. 
Figure 6.3 indicates the equivalent circuit for the Nyquist plot shown in the Figure 6.2. 
      When inconel alloy 600 coupon was exposed to DMA solution, the Nyquist plot showed a 
partial semicircle that changes shape at lower frequencies.  Even though polarization resistance 
(Rp) and capacitance (Cp) values have not been calculated in this study, but the partial semi-circle 
could still be used to determine Rp values of these plots. The general procedure to calculate is to 
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curve fit the partial semicircle which would give the intersection of the semicircle with the real 
axis 6. Rp values in DMA exposed samples at different exposure times shows an increase with 
time (Figure 6.4). As observed from Figure 6.4, one can see a partial semicircle with a feature at 
the end in the form of a straight line with a positive slope. This straight line at the low frequency 
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Figure 6.2. Nyquist plots of Inconel 600 alloy exposed to DBU solution for 







Figure 6.3. Equivalent circuit for the 
Nyquist Plot shown in DBU Solution (Re 
– resistance of electrolyte, Rp – 
polarization resistance,  
Cp- polarization capacitance, W-
Warburg impedance, Cdl – double layer 
capacitance, Rct – charge transfer 
resistance)   
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It is also observed that the slope changes with the change in the exposure time, indicating that the 
diffusion process is changing for different exposure times. The rate at which an electrochemical 
reaction occurs is affected by diffusion process. The diffusion could occur when the metal is 
covered by reaction products or the reaction products are absorbed on to the metal surface.  
The electrochemical process which is diffusion-controlled has an impedance value, which 
is the Warburg impedance. At high frequencies one cannot expect to see this kind of impedance 
because the time is too short for diffusion process to occur19. The equivalent circuit for the 
Nyquist plot (Figure 6.4) is shown in Figure 6.5. 
 Figure 6.6 shows the AC-impedance spectrum of Inconel alloy 600 coupons exposed to 
ETA solution for 6, 12, 24, and 48 hrs. Capacitive and inductive loops were seen at low 
frequency ranges. As the time of exposure increased, the size of the inductive loop gradually 
decreased. Literature search shows that the inductive loop at lower frequencies is associated with 
relaxation of coverage of intermediates on the metal surface. The reduction in the inductive loop 
could be due to desorption process of amine or an intermediate of the amine present in the 
solution. In the present research, it is possible that the ETA molecules may have reacted with the 
metal surface and formed a protective film and as the time of exposure increased, the molecules 
could have desorbed from the metal surface. 
 The equivalent circuit for the Nyquist plot shown in the Figure 6.6 is given in the Figure 
6.7. The inductive loop is typically modeled using the negative values of resistance and 
capacitance values which are the result of adsorption phenomena20. The polarization resistance, 








































































 500 m 
12.9 k 
35.9 k 
 500 m 
71.1 k 
12.9 k 
35.9 k 71.1 k 
35.9 k 
12.9 k 
 500 m 
35.9 k 
12.9 k 




Figure 6.4. Nyquist plots of Inconel 600 alloy exposed to DMA solution for 











Figure 6.5. Equivalent circuit for the Nyquist Plot shown in DMA 
Solution (Re – resistance of electrolyte, Rp – polarization resistance,  





 J. Manjanna21 and his group studied the effect of ETA on Monel, Inconel 800 and 
stainless steel. They concluded that when the steel coupons were exposed to ETA solution at 
room temperature and at 150oC, a thin film formed on the surface of the metal, and they also 
observed adsorption of amine molecule on the metal surface in the form of a precipitate. They 
suggested that this adsorption could be due to formation of a complex between the amine 
molecule and the metal surface. They suggested that the formation of complex could have led to 
less protective film and thereby destabilizing the oxide film. J. S. Baek22 and his colleagues 
observed a similar behavior of Alloy 600 exposed to NaOH containing solution and concluded 
that the impedance locus that bent over the negative real axis in the low frequency range was due 
to active- passive transition behavior. This active- passive transition phenomenon, they 
suggested was attributed to the formation of a corrosion film on the surface of the metal. They 
further indicated that the loop having negative resistance in the low frequency range may 
possibly have originated from relaxations due to film formation. 
 Inconel alloy 600 when exposed to morpholine solution showed a formation of a small 
semicircle at low frequencies and a partial semicircle at higher frequencies (Figure 6.8). This 
could be related to increase in the corrosion activity at the metal surface exposed to the solution. 
This small arc on the low frequency side could probably be due to the diffusion process and the 
arc on the high frequency represents kinetic impedance 23, 24. As the exposure time increased, not 
much of a change was observed in the shape of the diffusion arc25. Figure 6.9 shows the 
equivalent circuit for the Nyquist plot in Figure 6.8.   
 DMA, ETA, and morpholine belong to the family of neutralizing amines, i.e. they 
prevent corrosion by controlling pH value of the electrolyte. These amines are most commonly 
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Figure 6.6. Nyquist plots of Inconel 600 alloy exposed to ETA 






Figure 6.7. Equivalent circuit for the impedance response in the ETA solution 
(Re – resistance of electrolyte, Rct – charge transfer resistance, Rad,  
C2 –resistance and capacitance due to adsorption) 
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 Amines hydrolyze as RNH2 +H2O = [RNH3]+ + OH-, resulting in alkaline pH range21.  
Klimas and his group suggested that ETA (less volatile), when compared to DMA and 
Morpholine, was more effective in neutralizing acidic crevices26. Consolidation is the main 
phenomena in the corrosion inhibition process using amines. 
 Consolidation is a process where the organic particles chemically bond to the previous 
deposit or to the bare metal surface. The driving force for this process to occur is the 
precipitation of smaller particles onto already formed deposit27. It is also known that affinity of 
iron for nitrogen is low, and amines used in this study are nitrogen based organic compounds. So 
the adsorption behavior on the iron oxide surface is not sensitive to the chemical structure of the 
adsorbing molecule, but studies in the past have shown that the corrosion inhibitors adsorb on 
iron in active states. So the adsorption could be due to different nature of the surface or surface 
chemical effects of the oxidized metal surface28.  Overall mechanism of the corrosion inhibition 
of these amines on metal surfaces is related to chemical and physical structure of the amines, and 
their neutralizing capacity. 
 
6.3.2. High Temperature studies 
6.3.2.1. Effect of Amines on Inconel Alloy 600 
 
Electrochemical Impedance Spectroscopy:  Nyquist plots obtained from high temperature studies 
of alloy 600 exposed to amine solution is discussed as follows: 
 a) Morpholine: Figure 6.10. demonstrates impedance spectra in Nyquist presentation obtained 
 from alloy 600 at temperatures 100, 200, and 300ºC (for 3 hrs at this temperature only). At 
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100ºC the nyquist plot shows apparent Warburg impedance, indicating that the diffusion process 
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Figure 6.8.  Nyquist plot of Inconel 600 alloy exposed to morpholine solution 








Figure 6.9. Equivalent circuit for the impedance response in the morpholine solution 
(Re – resistance of electrolyte, Rct – charge transfer resistance, Cdl – capacitance of the 
diffusion layer, Rsl, Csl –resistance and capacitance of the surface layer) 
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 Warburg impedance is indicated by a straight line at 45 degrees on the complex plane.  
At 200ºC, there is still a trace of diffusion process along with the presence of capacitive 
semicircle. This semicircle indicates that the charge transfer rate is more due to the supporting 
electrolyte. At 300ºC Warburg diffusion disappears resulting in increase of capacitive semicircle 
at low frequency range. This could be the indication of corrosion process taking place at the 
metal surface and initial formation of passive film on the surface29.   
b) Ethanolamine (ETA): Figure 6.11 shows Nyquist plot of alloy 600 sample exposed to ETA 
solution at 100ºC. At this temperature the plot shows a capacitive behavior. The plot consists of a 
depressed semi-circle at high frequency, which could be attributed to charge transfer process. 
The centre of this semi-circle lies below the real axis, probably due to frequency dispersion of 
impedance data. Along with the semi-circle, a capacitive loop is also seen at medium frequencies 
which resemble an inductive loop over the real axis, and a capacitive loop drawing a straight line 
or a portion of second semi-circle at low frequencies. This line is the Warburg impedance that 
may be due to the diffusion process taking place at the metal surface. The capacitive loop is due 
to the adsorption-desorption processes taking place of the passive film at the metal  
surface30, 31. As the temperature is increased to 200ºC, there is a break in the capacitive loop 
giving rise to inductance loop at high temperatures. At 300ºC, the partial semi-circle below the 
real axis is associated with an inductance effect. Similar behavior was found by Hodges and his 
group while studying the electrochemical nature of stainless steels in high and low conductivity 
solutions 32. This negative resistance and capacitance contribute to the total impedance. The 
pseudo-inductive loop indicates a desorption process of some intermediate amine compound 
present in the test solution from the metallic surface33.  
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c) Dimethylamine (DMA): Figure 6.12 Nyquist plots consisted of a capacitive loop followed by 
a second capacitive loop which bends towards positive or negative part of real axis. As the 
temperature was increased the second capacitive loop was replaced by inductive loop. The first 
capacitive loop at the low frequency is related to rate of charge transfer reaction at metal-oxide 
interface and corresponding changes in the film thickness is indicated from the second loop. This 
in result is related to connection between the double layer and the charge transfer resistance34, 35.  
d) DBU: At 100ºC, alloy 600 coupon exposed to DBU solution shows an inductance loop at high 
frequency range. This could be due to desorption process where the bare metal is exposed due to 
damage in the passive film formed by chromium and nickel. As the temperature is increased to 
200ºC, a complex pattern is observed. The corresponding Nyquist plot shows a large number of 
time constants. A high frequency capacitive behavior along with inductance behavior at medium 
frequencies is observed. In addition a capacitance behavior is also observed at lower frequencies. 
The inductive loop at medium frequencies is indicative of relaxation of the negative surface 
charge formed by the accumulation of metal vacancies at the film/solution interface. For example 
the relaxation could be due to some intermediates in the transpassive dissolution reaction of 
Chromium. The dissolution of chromium from the outermost layers of the anodic film can lead to 
decrease in the film resistance36. This plot may be indicative of active-passive transition region.37 
At 300ºC, Nyquist plot consists of inductive region and small capacitance semicircle at high 
frequencies, one large capacitive semicircle at medium frequencies and Warburg linear region at 
low frequencies. The formation of partial semicircle at medium frequency is indicative of charge 
process in electrode/electrolyte interface. These would relate to the changes in the passive film 
property and chemical composition38. The inductive loop is indicative of relaxation of adsorbed 
species39.   
Model : Unknown     Wgt : 
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a) b) c) 
Figure 6.10. Nyquist plots of alloy 600 in morpholine solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
Model : Unknown     Wgt : 
































































































































a) b) c) 
Figure 6.11. Nyquist plots of alloy 600 in ETA solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 

















































































Model : Unknown     Wgt : Modulus


















































































Figure 6.12. Nyquist plots of alloy 600 in DMA solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
Figure 6.13. Nyquist plots of alloy 600 in DBU solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
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Polarization Resistance: Polarization curves were obtained for the alloy 600 coupons exposed to 
different amines. The linear portion of the polarization curves was used to determined polarization 
resistance. Polarization resistance is the slope of this linear portion. The polarization resistance for 















100 3.87E+05 2.33E+05 37197 5.60E+06 1.16E+06
200 38304 2.68E+05 52306 1.41E+05 1.96E+05
300 1.07E+05 1.86E+05 40453 9.97E+05 3.39E+05




















  Figure 6.14. Polarization resistance of alloy 600 for different amines 
 DMA showed highest polarization resistance at 100ºC and 300ºC compared to the other 
amines. Morpholine showed highest polarization at 200ºC. Polarization resistance is inversely 
proportional to corrosion rate. In general after exposure for 3 hrs at 300ºC, the corrosion resistance 
of alloys can be shown as: ETA<Control (NaOH) <morpholine<DBU < DMA.  
SEM-EDS Analysis:  Morphology and elemental concentration obtained using SEM-EDS is 
discussed below. The SEM image is shown in Figure 6.15. The chart in Figure 6.16 shows the 
distribution of different elements in the alloy 600 samples exposed to different amine solutions.  
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Untreated: Figure 6.15a and b shows the SEM image of untreated and control samples of alloy 
600. As expected, this sample shows the presence of Ni, Cr, Si, Fe, C and Mn. Ni and Cr. 
Morpholine: Alloy 600 coupons exposed to morpholine solution at 300ºC for 3 hrs at pH 9.0 
shows formation of a very porous oxide layer on the metal surface (Figure 6.15 b). EDS spectra 
shows the major elements like Ni and Cr. It is also observed that there is an increase in the 
intensity of oxygen in morpholine compared to the untreated sample. This clearly indicates the 
formation of oxide layers of Cr, Ni, and Fe. 
ETA: Figure 6.15 d and e show SEM images and EDS spectra of alloy 600 samples exposed to 
ETA solution. It was observed that there is a large increase in the intensity of Si and oxygen in the 
EDS spectra (Figure 6.17). This could be due to formation of Ni2SiO4 due to pegging effect of 
internally oxidized silicon at the metal-oxide interface. Initially an external scale is formed 
consisting of NiO, SiO2 with Cr2O3 precipitates at grain boundaries. This lowers the oxidation 
potential, promoting the lateral growth of Cr2O3 scale. So at intermediate stages stable binary 
oxides convert to ternary oxides like Ni2SiO4. This formation of complex ternary silicon oxide is 
effective in limiting ionic transport40.   Indication of sulfur in the EDS spectra could be due to the 
reaction between Ni and S. Sulfur reacts with Ni and coalesces as small nickel sulfide islands 
which may be covered by lateral growth of chromium oxide islands41. Formation of sulfur is 
known to interfere with the formation of passive layer of nickel and is also known to accelerate 
stress corrosion cracking42. 
DMA: The samples exposed to DMA solution (Figure 6.15e) shows the breakdown of protective 
layer of chromium oxide. The high concentration of silicon peak indicates that the layer under the 
failed chromium oxide is silicon dioxide. DMA shows highest concentration of silicon compared 
to other samples (Figure 6.16). 
 
a) b) c) 






























Figure 6.15. SEM photographs of Inconel alloy 600 samples exposed to a) untreated, b) control (NaOH) , c) morpholine, 
































Figure 6.16. EDS elemental concentration of Inconel 600 samples treated with untreated, 
morpholine, ETA, DMA, and DBU at 300ºC for 3 hrs and pH = 9.0  
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Literature review shows that silicon may play an important role in reducing the rate of diffusion 
of chromium in high alloyed steels and can improve high temperature oxidation resistance43, 44. 
During heating of doped steels, silicon segregates at the outer surface and forms a thin silicon 
dioxide film.  
DBU: Unlike ETA and DMA, samples exposed to DBU do not show any pronounced increase in 
the concentration of silicon. The SEM images (Figure 6.15f) show a protective layer of 
















 Figure 6.17. EDS spectra of alloy 600 samples exposed to ETA at 300ºC for 3 hrs and pH = 9.0 
 
 
6.3.2.2. Inconel Alloy 690 
Electrochemical Impedance Spectroscopy:  Nyquist plots obtained from high temperature studies 
of alloy 690 exposed to amine solution (Figures 6.18-6.21) is discussed as follows: 
a) Morpholine: At 100ºC, the shape of the Nyquist plot shows the relaxation of the charge 
carriers density in the passive film formed on the metal surface. The loop at low frequency 
indicates this relaxation process. At 200ºC an inductive loop is observed probably due to the 
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desorption of the passive film. But as the temperature was increased, the inductive loop 
transforms into capacitive loop due to increase in the anodic potential45. As the temperature was 
increased to 300ºC, the low frequency loop changed to high frequency range. A linear Warburg 
element is observed in the low frequency region indicating the diffusion process between the 
ions in the solution and the metal surface. 
b) ETA: Figure 6.19 shows the Nyquist plots of alloy 690 samples exposed to ETA solution at 
100, 200 and 3 hrs at 300ºC.  Only one semi-circle is present at 100ºC temperature at low 
frequency range. A medium frequency range time constant is observed at 200ºC. Presence of two 
semi-circles may be due to formation of corrosion resistive Ni and Cr film on the metal surface 
against further diffusion of ion/amine solution. The first loop may be due to the formation of 
outer layer and the second loop may be due to formation of the inner layer. After heating for 3 
hours at 300ºC in the autoclave, a time constant is observed at high frequency range. This may be 
due to capacitive behavior of the oxide film formed on the metal surface46. This complex plane 
diagram shows the nickel in passive region47. As the temperature was increased the size of the 
first loop increased and the second loop decreased. So as the solution temperature is increased, 
there is a growth in the outer layer and impediment in the growth of inner layer48.  
c) DMA: At 100ºC (Figure 6.20), a large capacitance loop is observed at low frequency range. 
This has been tentatively related to diffusion process49. At 200ºC, a high frequency capacitative 
arc, inductive arc and a low frequency capacitive arc are observed. The third arc is associated 
with passivation reaction. A high frequency capacitive semi-circle along with Warburg 



















































































































































Figure 6.19. Nyquist plots of alloy 690 in ETA solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
















































































Figure 6.18. Nyquist plots of alloy 690 in morpholine solution at a) 100ºC, b) 200ºC, and  






































































































































































































Figure 6.20. Nyquist plots of alloy 690 in DMA solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
























































Figure 6.21. Nyquist plots of alloy 690 in DBU solution at a) 100ºC, b) 200ºC, and  
c) 3 hrs at 300ºC 
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d) DBU: A large capacitance loop similar to sample exposed to DMA, is observed at 100ºC. At 
200ºC a distorted semicircle is seen in the complex plane at low frequencies and having a negative 
intercept on the real axis at zero frequency. This may be due to adsorption of an intermediate 
species in passivation reaction or adsorbed molecule of inhibitor on the metal surface. At 300ºC, 
consists of inductive region and small capacitance semicircle at high frequencies, one large 
capacitive semicircle at medium frequencies and Warburg linear region at low frequencies. The 
formation of partial semicircle at medium frequency is indicative of charge process in 
electrode/electrolyte interface. These would relate to the changes in the passive film property and 
chemical composition. The inductive loop is indicative of relaxation of adsorbed species.   
Polarization Curves: Similar to alloy 600, polarization resistance was determined for alloy 600 
(Figure 6.22.). DMA and DBU showed very low polarization resistance compared to morpholine 














100 45963 1.03E+08 5.25E+07 5781 2.20E+05
200 20841 1.89E+06 1.07E+05 1068 48940
300 1.14E+06 3.76E+05 4.35E+05 3.73E+02 2.05E+04
Control Morpholine ETA DMA DBU
Figure 6.22. Polarization resistance of alloy 690 for different amines 
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SEM-EDS Analysis:  Morphology and elemental concentration obtained using SEM (Figure 6.23.) 
is discussed as follows: 
Untreated: Figure 6.23a and b show the SEM image of untreated sample and control samples of 
alloy 690. Sample exposed to NaOH solution did not show any extensive signs of corrosion. As 
expected, the EDS spectrum of the untreated sample (not shown) of alloy 690 compared to alloy 
600, the intensity of chromium peak was observed to be higher for alloy 690 when compared to 
alloy 600. It was also observed that the Ni peak intensity is lower than alloy 600.  
Morpholine: Figure 6.23c clearly shows the formation of passive layer of chromium when exposed 
to Morpholine solution at 300ºC at pH 9.0. EDS spectra (not shown) also showed a pronounced 
increase in the silicon concentration. The image shows a passive layer of chromium with patches 
of silicon dioxide underneath the chromium layer. The silicon dioxide layer interferes with the 
diffusion of ionic species and improves the corrosion resistance of the alloy at high temperatures.  
ETA: The samples exposed to ETA solution overall show a widely covered protective film of 
chromium (Figure 6.23d). Some spots show areas where chromium layer was damaged either due 
to micro cracks, stress concentration etc. This breakdown of the oxide is soon protected by 
formation of silicon dioxide (Figure 6.25). During oxidation of doped steels, it is known that the 
silicon dioxide or the silica formed can only allow the formation of chromia with Mn43. 
DMA: Figure 6.23e shows the sample exposed to DMA solution. The small particulates present on 
the metal surface can be attributed to undissolved DMA particles. Figure 6.24 shows in increase of 
nitrogen content compared to other amines. This could be indicative of the amine complexes on 

























Figure 6.23. SEM photographs of Inconel alloy 690 samples exposed to a) untreated, b) control (NaOH), c) morpholine, 













Figure 6.24. EDS elemental concentration of Inconel 690 samples treated with untreated, 






























and decrease in chromium content. This could be again the presence of silicon oxide layer 
underneath the chromium passive layer. The samples did not show any film formation like 
morpholine and ETA but showed crack formation at higher magnifications.  
DBU: The samples exposed to DBU solution show no signs of extensive corrosion or any dense 
or porous film formation (Figure 6.23f). The EDS spectra is not very much different from the 
untreated sample. The EDS of this area shows a very slight increase in silicon and nickel 















  Figure 6.25. EDS spectra of alloy 690 sample exposed to ETA solution for 3 hrs at 
300ºC at pH = 9.0  
 
6.4. Summary and Conclusions 
Room Temperature Studies: Alloy 600 sample exposed to DBU solution initially showed 
adsorption of intermediate organic molecules on the metal surface. As the exposure time was 
increased, molecules desorbed from the surface. The sample showed diffusion of ions and charge 
transfer at the metal and solution interface and irrespective of exposure time. The impedance 
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behavior of Alloy 600 at room temperature in DMA containing solution demonstrated Warburg 
impedance that is indicative of diffusion controlled process on the metal surface at low frequency 
region. Impedance data for Alloy 600 exposed to ETA shows an inductive loop which increases 
with the increase of exposure time, due to film formation and relaxation. Alloy 600 exposed to 
morpholine - containing solution demonstrated impedance behavior with two clearly defined 
semicircles that are indicative of formation of a diffusion arc, implying increase in corrosion 
activity at the metal surface.  DMA did not show any desorption or film failure compared to the 
other amines and ETA showed desorption all through it exposure time. Morpholine showed 
failure in the film after 12 hours, whereas DBU showed failure after 24 hours. So to conclude 
DMA showed better corrosion inhibition properties compared to other amines at room 
temperature.  
High Temperature Studies:  Samples of alloy 600 and 690 were exposed to DBU, DMA, ETA, 
morpholine solutions of pH 9.0 at 300ºC and were held at 300ºC temperature for 3 hours. 
Nyquist plots obtained from EIS, and polarization resistance obtained from polarization curves 
were used to study corrosion inhibiting mechanism between the amine solution and the metal 
surface.  
 Polarization resistance (Rp) of the material is defined as the slope of the potential-current 
density curve and the following relation gives the relationship between Rp and icorr (corrosion 
current density): 
Rp = B/icorr 
Where, B is the proportionality constant for a particular system and can be determined using ba 
and bc, the anodic and cathodic Tafel slopes, i.e.  
B = ba*bc/2.3 (ba + bc) 
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 Alloy 600 samples exposed to morpholine and ETA showed an increase in current 
density (decrease in Rp) with increase in temperature indicating increase in corrosion rate. This is 
consistent with the results showed by Nyquist plots and the polarization resistance values. 
Morpholine showed an increase in capacitive circle at lower frequency and showed signs of 
passive layer formation at 300ºC, whereas ETA showed increase in corrosion rate in ETA was 
due to desorption of passive layer. This is consistent with polarization resistance values. Samples 
exposed to DMA initially showed increase in current density, but as the temperature was 
increased to 300ºC and maintained at that temperature, the sample showed decrease in the 
current density indicating formation of stable passive layer. This formation of passive layer is 
indicated by the disappearance of negative inductance loop and formation of capacitive loop at 
low frequencies34 and can be further validated by the increase in polarization resistance values. 
Samples exposed to DBU showed higher corrosion rate at 100ºC compared to DMA. The current 
density increased with increase in temperature and at 300ºC, the decrease in the current density 
was lower when compared to DMA. The Nyquist plots obtained for this sample confirm these 
conclusions. Inductive loops were observed at 100ºC and 300ºC, showing desorption of the 
protective film. 
 Morphology of the samples was studied using SEM and chemical composition using 
EDS. SEM images of alloy 600 samples exposed to morpholine showed a formation of porous 
oxide layer. EDS spectra mainly showed the presence of Ni, Cr and oxygen. SEM and EDS 
analysis of samples exposed to ETA and DMA solution showed the cracking of the passive oxide 
layer and formation of a very protective silicon dioxide layer underneath the failed oxide layer. 
Formation of silicon dioxide layer is known to interfere with the diffusion of ions and charge 
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transfer between the metal and the solution interface40, 51, 43. The mechanism of formation can be 
explained by the equations given below: 
2Cr + 3NiCr2O4 → 4Cr2O3 + 3Ni and 
Si + Ni2SiO4 → 2SiO2 + 2Ni 
 The nickel content in samples soaked in DMA solution was higher compared to ETA. 
This might be due to dense layer of nickel oxides along with chromium and silicon reducing the 
corrosion rate in DMA compared to ETA. DBU samples show a formation of porous oxide film. 
EDS shows less nickel content compare to DMA and higher than ETA and morpholine.  
On the other hand alloy 690 samples showed lower corrosion rates (higher polarization 
resistance) compared to alloy 600. This could be due to high (30%) chromium content in alloy 
690 compared to 10% in alloy 600. This is also known to be the reason for less stress corrosion 
cracking in alloy 690 compared to alloy 600. The sample exposed to morpholine showed signs of 
pitting at high temperatures. This process is indicated by change of capacitance loop at low 
frequency to high frequency as the temperature was increase. SEM images of this sample 
showed very porous oxide layer and EDS sample shows less nickel content compared to the 
untreated sample. Sample exposed to ETA also showed signs of pitting at high temperatures but 
at intermediate temperatures, active to passive transition was observed. Overall analysis of SEM 
and EDS of ETA samples showed decent oxide layer with exceptions of small breakdown in the 
film exposing oxide layers of Fe, Ni and Si underneath. DMA showed passive behavior at all the 
temperatures. The SEM of these samples showed small agglomerates of amine or intermediates 
of amine present in the solution along with presence of small cracks. This is validated by high 
nitrogen content in these samples compared to the samples exposed to morpholine, ETA and 
DBU. DBU showed change in the passive layer as the temperature was increased from 100ºC to 
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300ºC. SEM images of samples exposed to DBU showed no signs of extensive corrosion and 
also EDS of the sample showed higher nickel content compared to the other amines.  
  In general for high temperatures, the corrosion resistance of alloy 600 can be 
shown as ETA < NaOH < Morpholine < DBU < DMA. In case of alloy 690 it can be shown as 
DMA < DBU < Control (NaOH) < ETA < Morpholine.  
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CONCLUSIONS AND RECOMMENDATIONS 
 
The main aim of the research presented in this dissertation was to characterize corrosion 
deposits formed at Comanche Peak Steam Electric Station (CPSES), Glen Rose, Texas. This 
plant is a nuclear power station and consists of two units (unit 1 and unit 2) of steam generator 
systems. Characterization of the corrosion deposits formed in the secondary side of the steam 
generator units can give very valuable information on chemistry of the plant and can help better 
plan plant operations and maintenance. Amines play an important role in the chemistry of the 
corrosion deposits entering the feedwater train. In past electrochemical techniques have been 
shown to be a very efficient way to study the corrosion inhibition mechanism. A detailed 
electrochemical impedance studies have been performed to understand the kinetics between the 
metal surface and different amine solutions. Following conclusions can be drawn based on the 
results presented in the previous chapters: 
Deposit Characterization:  Samples were collected and analyzed from different components of 
secondary side of unit 1 (2004 outage) and unit 2 (2003 outage) and compared to analysis of the 
samples from previous outages (unit 1-2002 and unit 2-2002). SEM analysis for morphology and 
oxide thickness, EDS for chemical composition and FTIR for oxide phase analysis was 
performed on all these samples. In case of unit 1, the average thickness of the oxide layer was 
found to be 18.90 μm which in comparison with average thickness of 92 μm samples collected 
from 2002 outage from unit 1. The oxide layer in most of the samples was found to be porous 
with flaky particles on the top surface.  α-Fe2O3,  α –FeOOH along with traces of Fe3O4 were 
found to be the dominant iron oxide phases whereas samples from 2002 outage mostly consisted 
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of Fe3O4. Elemental mapping showed elements Fe, O, Cr, Ni and V with traces of Cl, Si and Li 
present in the samples from unit 1. 
In case of unit 2, the average thickness of the oxide layer was found to be 17.87 μm 
which was 2.5 μm more than the 2002 outage samples from unit 2. The oxide layer in most of 
the samples was found to be porous with flaky particles on the top surface. α-Fe2O3, Fe3O4 along 
with γ-FeOOH were found to be the dominant iron oxide phases whereas samples from 2002 
outage mostly consisted of γ-Fe2O3 and Fe3O4. Elemental mapping showed elements Fe, O, Al, 
Cu, Ni with traces of F, V and Ar present in the samples from unit 2. 
Magnetite is a reduced form of iron oxide when compared to maghemite. Therefore one 
can conclude that the conditions in unit 1 were more reducing than that of unit 2. One of the 
potential reasons can be the increased addition of hydrazine, which led to reducing conditions in 
unit 1 when compared to unit 2. Presence of magnetite (Fe3O4) in unit 1 indicates a more reduced 
phase of iron oxide when compared to unit 2 where maghemite (γ-Fe2O3) was found to be the 
dominant phase. 
Maghemite is an oxidized form (Fe3+ ions) of magnetite and therefore is more stable. The 
tendency for oxidation of magnetite is higher than that of maghemite. Unit 1 is an older plant 
than unit 2 and it is also learnt from the history of operation of unit 1 that morpholine was 
initially used before using dimethylamine (DMA) to control the acidic conditions in the system, 
whereas DMA has been always been used in unit 2. It is understood from literature that DMA is 
a better corrosion inhibitor than morpholine. In addition, mentioned in the previous sections, the 
construction material for tubing used in unit 1 is alloy 600 MA (mill-annealed) whereas in unit 2 
is alloy 600 TT (thermally treated). Studies show that thermally treated alloy 600 is less 
susceptible to corrosion when compared to mill annealed. Thermally treatment of inconel alloy 
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600 is known to reduce the residual stresses introduced by the final processing steps 
(straightening and polishing). Mill annealing is known to result in chromium carbide 
precipitation, an associated chromium depleted layer and trace element segregation. On the other 
hand, thermal treating results in trace element segregation but no depletion of chromium. So 
from the history of operation of these units one can conclude that unit 1 can have high deposit 
formation when compared to unit 2. 
Iron Oxide Characterization:  Laser induced breakdown spectroscopy (LIBS) and Fourier 
transform infrared spectroscopy (FTIR) techniques have proven to be efficient tool in 
characterizing iron oxides. Correlation curves were obtained for different phases of iron oxides 
using LIBS. By applying the method outlined in this study, LIBS could prove to be a very 
valuable tool for a quick and accurate method in identifying iron oxides and other corrosion 
products present in the steam generator system.  
 FTIR calibration curves were obtained by using different known concentrations of iron 
oxides mixtures, namely hematite, magnetite and maghemite. Further these calibrations were 
successfully used to determine the concentration of iron oxide present in the samples collected 
from steam generator systems at CPSES. 
 Applying the LIBS and FTIR quantification methods developed in this research study to 
other elemental oxides like Cu, Cr, Si, Pb, Mn, S, and Mg, etc. can help plant operations and 
maintenance in better understanding and controlling water chemistry.   
Effect of amines on inconel alloys:   DMA, ETA and morpholine are commonly used in nuclear 
power plants to control water chemistry for controlling corrosion and fouling in pressurized 
water reactors. Experimental analysis was performed to study the effect of the above mentioned 
amines on inconel alloys 600 and 690. Along with these three amines, effect of DBU on the 
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inconel surface was also studied. DBU is a ternary amine and its efficiency as corrosion inhibitor 
has been also studied. DBU has never been used as corrosion inhibitor in power plants or 
elsewhere. Some initial studies were performed by CPSES to study efficiency of DBU at room 
temperature and 150ºC on low carbon steel. Knowing the inhibition mechanism of DBU on 
Inconel alloy 600 and 690 at high temperatures and pressure can give very valuable information.     
Room temperature studies of inhibition mechanism of amines DBU, DMA, ETA and 
morpholine on Inconel alloy 600 showed that in case of DMA the film formed on the metal 
surface even after exposing it to the amine solution for 48 hrs. In case of DBU, the Nyquist plots 
showed very good protection initially but the film failed after exposing to amine solution for 24 
hours. In case of ETA and morpholine the film failed at very short exposure times compared to 
DBU and DMA. 
Inconel alloy 600 and 690 samples when exposed to different amine solutions at high 
temperature showed passivity at lower temperatures. But as the temperature was increased, alloy 
600 and 690 showed failing of the passive layer of chromium oxide. Alloy 690 when exposed to 
morpholine solution showed highest corrosion resistance after exposing for 3 hours at 300ºC 
temperature unlike other samples exposed to DBU, ETA and DMA. None of the amines showed 
efficient protection at high temperatures in case of alloy 600. One of the reasons of corrosion 
resistance of alloy 690 over alloy 600 is due to high chromium content in the former alloy. Alloy 
600 has 10% chromium whereas alloy 690 has 30%. Chromium forms a protective layer on the 
metal surface and interferes with corrosion processes taking place at the metal surface. The 
chromium content in alloy 600 is not adequate to form a uniform dense passive layer on the 
metal surface. Alloy 690 samples showed an increase in pitting potential at higher temperatures 
when exposed to morpholine and ETA. SEM and EDS analysis of the samples (alloy 600 and 
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690) also showed the possibility of formation of protective silicon dioxide layer underneath the 
failed chromium film. The concentration of silicon in these alloys is 0.5 percent. Literature 
suggests that when silicon present in these concentrations in alloy steels can form a protective 
layer underneath the passive oxide layer of chromium, nickel and iron. This layer of silica 
interferes with any charge transfer or ion diffusion between the metal and solution interface. In 
general at high temperatures the corrosion resistance for alloy 600 alloys is shown as ETA < 
NaOH < morpholine < DBU < DMA and for alloy 690 is DMA < DBU < Control (NaOH) < 
ETA < morpholine.  
Further surface studies of these samples using XPS and SIMS can give more accurate 
information on the type of oxide formed and the inhibition mechanism of these amines. NMR 
and liquid ion chromatography can give very valuable information on the breakdown of the 
amines. This can give a better understanding on how the physical and chemical structure of the 
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